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DUAL-SIDED PHOTO EYES  

OPTICAL EDGE SYSTEM

 RETRO-REFLECTIVE  
PHOTO EYE 

MONITORED ENTRAPMENT PROTECTION:

NON-MONITORED ENTRAPMENT PROTECTION:

8 3 5 5 W 
M E D I U M - D U T Y  C O M M E R C I A L 

 D O O R  O P E R A T O R

LIGHT CURTAIN 

MEDIUM-DUTY LOGIC  PROGRAMMABLE INTEGRATED C IRCUIT  BOARD.

BUILT-IN 3-CHANNEL SECURITY+® RECEIVER:

-  ALLOWS YOU TO LEARN/PROGRAM UP TO (20)  L IFTMASTER ® 315 MHz  
 REMOTE CONTROLS.

-  RECOGNIZES SECURITY+   AND DIP  SWITCH REMOTE CONTROLS.

-  COMPATIBLE WITH 3-BUTTON, 3-COLOR REMOTE CONTROLS FOR OPEN
 CLOSE/STOP OPERATION. (333LM)

RELIABLE

PROVEN PERFORMANCE

INTEGRATED TIMER-TO-CLOSE (TTC)  PROGRAMMABLE FROM 5 TO 60 
SECONDS IN  5-SECOND INCREMENTS. ALLOWS FOR T IMED AUTOMATIC 
DOOR CLOSURE AFTER THE DOOR REACHES THE FULL OPEN POSIT ION.

EMERGENCY MANUAL OPERATION SPRING LOADED DISCONNECT FOR 
EMERGENCY MANUAL OPERATION.

THE COMMERCIAL PROTECTOR SYSTEM AUTO-REVERSES THE 
CLOSING DOOR IF  AN ENTRAPMENT PROTECTION DEV ICE DETECTS 
AN OBSTRUCTION.

UL 325  REQUIRES ALL COMMERCIAL DOOR OPERATORS TO BE E ITHER CONSTANT PRESSURE TO 
CLOSE OR BE EQUIPPED WITH A PRIMARY EXTERNAL MONITORED ENTRAPMENT DEVICE.

SAFE AND SECURE

HIGH-STARTING TORQUE MOTOR WITH OVERLOAD PROTECTION.

WARRANTY 2 YEARS.

P R O D U C T  G U I D E  M T
M E D I U M - D U T Y  T R O L L E Y
C O M M E R C I A L  O P E R A T O R

TOTAL SOLUTION ACCESSORIES: 

Photo  eye  and re f lec tor  wi th 
po lar i zed  beam;  indoor /outdoor  use ; 

NEMA 4X ra ted ;  max. range: 50 f t . 

Indoor  use ;  NEMA 1 ra ted ;  
max. range: 30 f t .

OPEN/CLOSE/STOP functional i ty, with easy code 
selection, 9-posit ion tr inary DIP switches with 

19,683 changeable codes per channel. 

Program one or up to three LiftMaster operators. 
With Security+ Rolling Code Technology 315 MHz, 

users are assured of a new code with every use. 

 COMMERCIAL PHOTO EYES  

REMOTE CONTROLS

F lex ib le  rubber  hous ings  res is t  wa ter  
spray  and cor ros ion ;  indoor /outdoor  use ;

NEMA 4X ra ted ;  max. range: 45 f t .

WIRELESS KEYPAD 
NEMA 4X (wa ter  pro tec t ion  requ i rements )  sea led 

e lec t ron ics  fo r  re l iab le  outdoor  use ;  prov ides 
add i t iona l  compat ib i l i t y  wi th  Secur i ty+ Techno logy. 

L i f tMaster  o f fe rs  accessor y  so lu t ions  fo r  any  commerc ia l  app l ica t ion . 
V iew the  fu l l  p roduct  l ineup a t  L i f tMaster.com
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COMMERCIAL PROTECTOR SYSTEM®

Heavy-duty  indust r ia l  hous ings ; 
indoor /outdoor  use ;  NEMA 4 ra ted ; 

max. range: 45 f t .

TRI-COLOR 3-BUTTON 
REMOTE CONTROL

In f rared opt ical  sensors in a cut-to- length 
rubber  enclosure  are  pro tec ted  aga ins t 

wa ter ;  indoor /outdoor  use ;  NEMA 6 ra ted ;  
max. range: 33 f t .

SUSPENDS FROM CEILING   
directly attaches to and controls 
a sectional door

TROLLEY WITH DISCONNECT
disengages operator for manual 
l i f t ing in an Emergency

IDEAL FOR 
standard-l i f t  sectional overhead 
doors with mid-range duty-cycle 
requirements

Prov ides  36 inches  o f  increased zone  
coverage for  add i t iona l  p ro tec t ion ;  

indoor  use ;  requ i res  separa te  power  
source  (100MAPS) ;  max. range: 33 f t . 



16.19"

9.50" 
PATH OF THE HIGHEST
POINT ON DOOR

DOOR HEIGHT PLUS 4' MINIMUM

4"

12.50" 

MOUNTING DIMENSIONS

S T A N D A R D  S P E C S .

M A S T E R F U L  E N G I N E E R I N G .
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POWER

MOTOR

 - First-Stage Heavy-Duty  4L V-bel t ;  Second and Th i rd 

S tages  #48 Cha in

 - Opt ional :  Heavy-Duty  So leno id-Actua ted Brake (BMT)

 - Spr ing Loaded Disconnect  fo r  emergency  manua l 

opera t ion

 - Maximum Door  Height :  14 Feet

COMMERCIAL-GRADE DESIGN

M T
MEDIUM-DUTY 

TROLLEY OPERATOR

 - 1/2  HP, 115V S ing le-Phase Motor

 - 24V NEC C lass  2  Cont ro l  C i rcu i t 

A C C E S S O R I E S / M O D I F I C A T I O N S .

 - SINGLE BUTTON CONTROL : P rov ides  an  add i t iona l  input  fo r  s ing le-
but ton  cont ro l  funct iona l i t y. Requ i red  fo r  ins ta l la t ion  o f  any  ex terna l 
rad io  rece iver  (L i f tMaster  850LM) . Recommended for  factory 
insta l lat ion (90-MSLBC) ;  f ie ld  k i t  a lso  ava i lab le  (71-MLSBC)

 - AUXILIARY LIMIT SWITCHES : P rov ides  add i t iona l  l imi t  swi tches  wi th 
dr y  fo rm C contacts  a t  the  open and closed door  pos i t ions  to  cont ro l 
aux i l ia r y  dev ices  such as  l igh ts , hea ters , dock leve lers , e tc .  Must  be 
factory  insta l led ;  Termina l  B lock  Connect ions  (90-210MTOC)  or  wi th 
Wi re  Leads  (90-9210MOC)

 - INTERLOCK SWITCH : D isab les  the  opera tor  cont ro l  c i rcu i t  when door 
i s  locked, prevent ing  damage to  the  door  and opera tor. Ro l l ing  Door 
In ter lock  (50401) ;  Sect iona l  Door  In ter lock  (50450) 

Note : L i f tMaster  Medium-Duty  Opera tors  have a  l imi ted  number  o f 
modi f ica t ions  ava i lab le . For  add i t iona l  robust  fea tures  and to  customize 
your  app l ica t ion  wi th  our  fu l l  su i te  o f  fac tor y  ins ta l led  and f ie ld 
modi f ica t ions  upgrade to  Log ic  5 .0 . V is i t  Ca ta log .L i f tMaster.com for  more 
product  in format ion . 

BUILT-IN 315 MHz RECEIVER 
 - 315 MHz rad io  rece iver  i s  in tegra l  to  the  Medium-Duty 
Log ic  board
 - Accepts  up  to  (20)  L i f tMaster ® Secur i ty+ ® remote 
cont ro ls  and un l imi ted  D IP  swi tch  remote  cont ro ls 

WIRING
 - A l l  opera tors  are  fac tor y  preset  to  C2 mode, prov id ing 
momentar y  contact  to  open and s top , wi th  constant 
contact  to  close . Moni to red  ent rapment  pro tec t ion , 
us ing  approved photo  sensors  or  sens ing  edges , i s 
opt iona l , a l though recommended, when us ing  th is 
wi r ing  type
 - Momentar y  contact  to  close  (B2 mode)  i s  an  ava i lab le 
opt iona l  wi r ing  type , but  can on ly  be  se lec ted  when 
the  appropr ia te  L i f tMaster  Moni to red  Ent rapment 
Pro tec t ion  Dev ice  is  ins ta l led , e i ther  photo  eye  or  the 
d i rec t ly  wi red  Opt ica l  Edge System 

CONSTRUCTION
 - Heavy-duty  o i l - f i l l ed  bush ings
 - Ad jus tab le  f r ic t ion  clu tch  he lps  pro tec t  aga ins t 
damage to  the  door  and opera tor  shou ld  the  door  meet 
an  obst ruct ion
 - NEMA 1 type  e lec t r ica l  box , heavy-duty  11-gauge s tee l 
f rame wi th  baked-on powder-coa t  f in ish , a l l  reduct ion 
sprockets  dr i l l ed  and p inned to  shaf ts 
 - Ra i l  Assembly  prov ides  h igh-s t rength  dua l  L- ra i l  t rack 
wi th  exclus ive  ny lon  qu ick-g l id ing  cha in  gu ides  on  ra i l 
spacers  fo r  qu ie t , smooth  opera t ion . Includes  qu ick-
mount  swive l  header  bracket , p rov id ing  fas t , swing-up 
ins ta l la t ion .

SECTIONAL

-
24 GA. ,
22 GA.
STEEL

20 GA.
STEEL

16 GA.
STEEL -

F IBERGLASS ALUMINUM 
DOORS

WOOD 
DOORS - -

- -
24 GA.
STEEL

INSULATED

20 GA.
STEEL

INSULATED

16 GA.
STEEL

INSULATED

SQ FT. 310 260 225 150 100

NOTE: ON STEEL- INSULATED DOORS, A  24 GA.  BACK PANEL IS  ASSUMED.

MAXIMUM DOOR AREA (SQ. FT. )

 - Ins tant  Reverse 

 - Capac i to r  S tar t  and Over load Pro tec t ion 

 - Removable Without Affect ing Limit Switch Sett ings

 - Duty Cycle :  Maximum 12 Cycles  per  Hour ;

 - Less  than 50 Cycles  per  Day


