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A S S U R E D  S A F E T Y  A N D  R E L I A B I L I T Y .

E V E R Y  A P P L I C A T I O N . 
Only LiftMaster® provides an ultra-reliable UL® 325 Listed product line of gate operators and safety entrapment protection devices. Enhanced with dealers and end users in mind,  

the 2018 UL 325 line is easy to install and maintain and functions reliably. Give your customers ultimate assurance knowing they have a safe and reliable total gate safety solution.

T A B L E  O F  C O N T E N T S
Gate Operator Features Chart

Residential Gate Operators

DC Commercial Gate Operators

AC Commercial/Industrial Gate Operators

Safety Accessories 

Compatibility/Solar Charts

UL 325 Gate Safety
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P R O D U C T  H I G H
L

I G
H

T
S

BATTERY BACKUP 
Prov ides  up to  500 Cycles  or 
24 Days  o f  S tandby Power  

MyQ® TECHNOLOGY  
Al lows You to  Secure ly  Moni tor 
and Cont ro l  Your  Ga te  Opera tor 
f rom Anywhere  wi th  the 
MyQ App

LM
TB

U
L

LM
R

R
U

L

INCLUDED ACCESSORIES:

LM
W

EK
ITU

ED
G

ES

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

EL1
S

S

*Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 

8
2

8
LM

2
1

0
W

/2
2

0
W

O u r  m o s t  p o w e r f u l  s w i n g  g a t e  o p e r a t o r .

2 4 V D C  R E S I D E N T I A L / L I G H T 
C O M M E R C I A L  L I N E A R  A C T U A T O R 

INTERNET GATEWAY  
Connects  MyQ-enab led  ga te  

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  MyQ App.

TELEPHONE INTERCOM AND 
ACCESS CONTROL SYSTEM  

Durable construction and secure access. 

P R O D U C T  G U I D E  L A 5 0 0 P K G U L
2 4 V D C  R E S I D E N T I A L / L I G H T  C O M M E R C I A L 
L I N E A R  A C T U A T O R 

SAFE AND SECURE

RELIABLE

MyQ TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS. 
 
BI-PART DELAY MONITORS AND ADJUSTS SPEED AND POSIT ION OF EACH 
WING TO ENSURE PRIMARY GATE CLOSES LAST. 

SOLAR-READY, ULTRA-RELIABLE SYSTEM DELIVERS POWER WHEN AND 
WHERE YOU NEED IT  MOST.

SMART

L A 5 0 0 P K G U L

SOLAR PANEL KIT   
Uses the  sun to  power  the  opera tor 

wi th  (2 )  10W or  (2 )  20W so lar  pane ls .

QUICK CLOSE/ANTI-TAILGATE QUICKLY SECURES PROPERTY, PREVENTING 
UNAUTHORIZED ACCESS. 

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

INHERENT REVERSING SENSOR DETECTS OBSTR UCTIONS AND REVERSES  
GATE WHEN CLOSING OR STOPS/REVERSES THE GATE WHEN OPENING. 
 
FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.  
 
MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPENED MANUALLY.  
 
UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

COMMERCIAL-DUTY CAST-ALUMINUM HOUSING WITH HEAVY-DUTY DC 
MOTOR PERFORMS IN THE MOST DEMANDING APPL ICATIONS. 
 
SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
HARDWARE L IFE  OF THE GATE AND OPERATOR. 
 
BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN. 
 
SURGE SUPPRESSION  PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY. 
 
WARRANTY  2  YEARS.

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam,  

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider  
po lar i zed  beam and hea ter  fo r  h igh  
per formance in  most  env i ronments ;  

max. range: 90 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *
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 - 24VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing :  300 Cycles  per  Day

 - Wormgear  Reduct ion : P rec is ion-Mach ined 

A l l -Meta l  Gear  Dr ive

MECHANICS

 - Ful l-Time AC-Run Operat ion 115V/230V S ing le-Phase

 - Solar-Ready, U l t ra-Rel iable  System 

De l i vers  Power  When and 

Where  You Need I t

 - Accessory  Power : 24VDC 500mA Output

POWER

COMMERCIAL-GRADE DESIGN

BATTERY BACKUP OPERATION
Battery Cycles Standby Time

(2 )  7Ah 500 24 Days

(2 )  33Ah 2,781 180 Days

RECOMMENDED CAPACITIES
1,600 Ibs.

1,600

1,200

800

600

0
8 f t . 12 f t . 16 f t . 18 f t .

1 ,200 Ibs.

800 Ibs.

600 Ibs.
- 4 ° F  ( - 2 0 ° C )  t o  1 4 0 ° F  ( 6 0 ° C )

TEMPERATURE SPECIFICATIONS

LA500DC

GATE TRAVEL SPEED 
Opens 90° in 15–17 Seconds

L A 5 0 0 P K G U L 
24VDC RESIDENTIAL/L IGHT 

COMMERCIAL L INEAR ACTUATOR 
M A S T E R F U L  E N G I N E E R I N G .

S T A N D A R D  F E A T U R E S . S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com 
UL® and the UL logo are trademarks of UL LLC  
© 2018 All Rights Reserved.

© 2018 Bluetooth SIG, Inc. All rights reserved. 
HomeLink® and the HomeLink House® logo  
are registered trademarks of Gentex Corporation
LMPAENPGLA500 5/18

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

 - Housing :  Commerc ia l -Duty  Cast  A luminum

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV

 - Weights : 

Ac tua tor  Arm: 35 lbs . 

S tandard  Cont ro l  Box : 13 lbs . 

( Includes  [2 ]  7Ah Ba t ter ies )       

PRE-MOTION WARNING ALARM 
   - Act iva tes  On-Board  A larm 3 Seconds 
     P r io r  to  Ga te  Mot ion 

SYNCHRONIZED CLOSE    
 - S imul taneous ly  C loses  Ga tes

MONITORED SAFETY INPUTS     
 - 3  Main  Board , 3  Opt iona l  Expans ion  Board

SECURITY+ 2.0® ON-BOARD RADIO RECEIVER
 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and Troub leshoot ing 

PROGRAMMABLE AUXILIARY RELAYS     
 - Make Add ing Add i t iona l  Fea tures  Easy 

HOMELINK® COMPATIBLE     
 - Vers ion  4 .0  or  H igher* 

LA500CONTUL

XLSOLARCONTUL
[NOT INCLUDED] 
21.00" x 17.22" x 6.19" 
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O u r  m o s t  p o p u l a r  s w i n g  g a t e  o p e r a t o r 
f o r  r e s i d e n t i a l  a p p l i c a t i o n s . 

2 4 V D C  R E S I D E N T I A L  L I N E A R  A C T U A T O R 

P R O D U C T  G U I D E  L A 4 0 0 P K G U L
2 4 V D C  R E S I D E N T I A L  L I N E A R  A C T U A T O R
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SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

INHERENT REVERSING SENSOR DETECTS OBSTRUCTIONS AND REVERSES  
GATE WHEN CLOSING OR STOPS/REVERSES THE GATE WHEN OPENING. 
 
FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.  
 
MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPENED MANUALLY.  
 
UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

COMMERCIAL-DUTY CAST-ALUMINUM HOUSING WITH HEAVY-DUTY DC 
MOTOR PERFORMS IN THE MOST DEMANDING APPL ICATIONS. 
 
SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
HARDWARE L IFE  OF THE GATE AND OPERATOR. 
 
BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN. 
 
SURGE SUPPRESSION  PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY. 
 
WARRANTY  2  YEARS.

RELIABLE

MyQ TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS. 
 
BI-PART DELAY MONITORS AND ADJUSTS SPEED AND POSIT ION 
OF EACH WING TO ENSURE PRIMARY GATE CLOSES LAST.

PARTY PASS ALLOWS FOR THE GATES TO BE HELD OPEN FOR AN 
EXTENDED PERIOD OF T IME.

SOLAR-READY, ULTRA-RELIABLE SYSTEM DELIVERS POWER WHEN AND 
WHERE YOU NEED IT  MOST.

SMART

BATTERY BACKUP 
Prov ides  up to  400 Cycles  or 
97 Days  o f  S tandby Power  

MyQ® TECHNOLOGY  
Al lows You to  Secure ly  Moni tor 
and Cont ro l  Your  Ga te  Opera tor 
f rom Anywhere  wi th  the 
MyQ App
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MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

INTERNET GATEWAY  
Connects  MyQ-enab led  ga te  

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  MyQ App.
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WIRELESS COMMERCIAL KEYPAD 
Provides constant pressure override to 
control gate operator if safety devices 
fault yet are free of obstructions. Hold 

Open/Party Pass enabled with gate 
operator firmware 4.2 or higher. 

*Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 

SOLAR PANEL KIT   
Uses the  sun to  power  the  opera tor 

wi th  (2 )  10W or  (2 )  20W so lar  pane ls .
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MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 
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 - 24VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing :  100 Cycles  per  Day

 - Wormgear  Reduct ion : P rec is ion-Mach ined 

A l l -Meta l  Gear  Dr ive

MECHANICS

 - 115/230V  S ing le-Phase (S tandard  Cont ro l  Box )

 - Solar-Ready, U l t ra-Rel iable  System 

De l i vers  Power  When and 

Where  You Need I t

 - Accessory  Power : 24VDC 500mA Output

POWER

COMMERCIAL-GRADE DESIGN

BATTERY BACKUP OPERATION
Battery Cycles Standby Time

(2 )  7Ah 400 97 Days

(2 )  33Ah 3,622 180 Days
- 4 ° F  ( - 2 0 ° C )  t o  1 4 0 ° F  ( 6 0 ° C )

TEMPERATURE SPECIFICATIONS

RECOMMENDED CAPACITIES
850 Ibs.

850

750

650

550

0
10 f t . 12 f t . 14 f t . 16 f t .

750 Ibs.

650 Ibs.

550 Ibs.
GATE TRAVEL SPEED 
Opens 90° in 15–17 Seconds

L A 4 0 0 P K G U L 
24VDC RESIDENTIAL 

L INEAR ACTUATOR 
M A S T E R F U L  E N G I N E E R I N G .

S T A N D A R D  F E A T U R E S . S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
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UL® and the UL logo are trademarks of UL LLC  
© 2018 All Rights Reserved.
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*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

W I T H  O P T I O N A L  E X P A N S I O N 
B O A R D  O N L Y

QUICK CLOSE

-C loses  the  Ga te  Immedia te ly  A f te r  a 
 Veh icle  Pu l ls  Of f  the  In ter rupt  Loop

ANTI-TAILGATE 

-Prevents  Unauthor ized  Access

 - Housing :  Commerc ia l -Duty  Cast  A luminum

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV 

 - Weights : 

Ac tua tor  Arm: 19 lbs . 

S tandard  Cont ro l  Box : 13 lbs . 

( Includes  [2 ]  7Ah Ba t ter ies )   

LA400CONTUL

SYNCHRONIZED CLOSE    
 - S imul taneous ly  C loses  Ga tes 

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Opt iona l  Expans ion  Board

SECURITY+ 2.0® ON-BOARD RADIO RECEIVER
 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and Troub leshoot ing 

XLSOLARCONTUL
[NOT INCLUDED] 
21.00" x  17.22"  x  6 .19" 

LA400DC
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T h e  m o s t  p o p u l a r  s w i n g  g a t e  o p e r a t o r 
o n  t h e  m a r k e t .

1 2 V D C  S O L A R  R E S I D E N T I A L  L I N E A R  A C T U A T O R 
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INCLUDED ACCESSORIES:
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MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 
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P R O D U C T  G U I D E  L A 4 1 2 P K G U L
1 2 V D C  S O L A R  R E S I D E N T I A L  L I N E A R  A C T U A T O R 
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RELIABLE

SMART

SOLAR CHARGE  
Prov ides  up to  126 Days  o f 
S tandby Power 

MyQ® TECHNOLOGY  
Al lows You to  Secure ly  Moni tor 
and Cont ro l  Your  Ga te  Opera tor 
f rom Anywhere  wi th  the 
MyQ App

L A 4 1 2 P K G U L

*Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 
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PLUG-IN LOOP DETECTOR  
Prevents  the  ga te  f rom clos ing  on  a  veh icle 

in  the  pa th ;  power  e f f ic ient  fo r  max imum 
cycles  on  Ba t ter y  Backup.

 
HEAVY-DUTY DC MOTOR PERFORMS IN THE MOST DEMANDING 
APPL ICATIONS. 
 
SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
HARDWARE L IFE  OF THE GATE AND OPERATOR. 
 
SURGE SUPPRESSION  PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY. 
 
WARRANTY  2  YEARS.

SOLAR-POWERED, ENERGY-EFFICIENT SYSTEM EL IMINATES EXPENSIVE 
TRENCHING COSTS TO PULL POWER TO THE GATE.

MyQ TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS. 
 
BI-PART DELAY MONITORS AND ADJUSTS SPEED AND POSIT ION OF EACH 
WING TO ENSURE PRIMARY GATE CLOSES LAST.

RESIDENTIAL FEDERAL TAX CREDIT :  QUALIF IES FOR A 30% TAX CREDIT 
ON SOLAR GATE OPERATORS AND INSTALLATION THROUGH 2021. 

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL  
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

INHERENT REVERSING SENSOR DETECTS OBSTRUCTIONS AND REVERSES GATE 
WHEN CLOSING OR STOPS/REVERSES THE GATE WHEN OPENING. 
 
FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.  
 
MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPENED MANUALLY.  
 
UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT  
PROTECTION DEV ICES.

SAFE AND SECURE

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye 
now wi th  wider  po lar i zed  beam,  

eng ineered to  s tay  a l igned; 
max. range: 50 f t . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider  
po lar i zed  beam for  h igh  per formance in 

most  env i ronments ;  max. range: 90 f t . 

WIRELESS COMMERCIAL KEYPAD  
Prov ides  constant  pressure  over r ide  to  

cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  fau l t  
ye t  a re  f ree  o f  obst ruc t ions . Ho ld  Open/ 

Par ty  Pass  enab led  wi th  ga te  opera tor  
f i rmware  4 .2  or  h igher. 

INTERNET GATEWAY  
Connects  MyQ-enab led  ga te  opera tors  to 
the  In ternet  and enab les  cont ro l  th rough 

the  MyQ App.

8
2

8
LM

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *
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 - 12VDC  Cont inuous-Duty  Motor

 - Wormgear  Reduct ion : P rec is ion-Mach ined 

A l l -Meta l  Gear  Dr ive

MECHANICS

 - Solar-Powered, U l t ra-Rel iable  System  

Accepts  up  to  30W 12V So lar  Pane ls

 - Accessory  Power : 24VDC 500mA Output

POWER
LA412CONTUL

LA412DC

L A 4 1 2 P K G U L 
12VDC SOLAR RESIDENTIAL L INEAR 

ACTUATOR
M A S T E R F U L  E N G I N E E R I N G .

© 2018 LiftMaster All Rights Reserved
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 - Housing :  Commerc ia l -Duty  Cast  A luminum

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV

 - Weights : 

Ac tua tor  Arm: 19 lbs . 

S tandard  Cont ro l  Box : 13 lbs . 

( Includes  [2 ]  7Ah Ba t ter ies )

RECOMMENDED CAPACITIES
850 Ibs.

850

750

650

550

0
10 f t . 12 f t . 14 f t . 16 f t .

750 Ibs.

650 Ibs.

550 Ibs.
- 4 ° F  ( - 2 0 ° C )  t o  1 4 0 ° F  ( 6 0 ° C )

TEMPERATURE SPECIFICATIONS

S T A N D A R D  F E A T U R E S . S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

W I T H  O P T I O N A L  E X P A N S I O N 
B O A R D  O N L Y

QUICK CLOSE 
-  C loses  the  Ga te  Immedia te ly  A f te r  a 
 Veh icle  Pu l ls  Of f  the  In ter rupt  Loop

ANTI-TAILGATE  
-  Prevents  Unauthor ized  Access

SYNCHRONIZED CLOSE    
 - S imul taneous ly  C loses  Ga tes 

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Opt iona l  Expans ion  Board

SECURITY+ 2.0® ON-BOARD RADIO RECEIVER
 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and Troub leshoot ing 

GATE TRAVEL SPEED 
Opens 90° in 23–24 Seconds

XL SOL ARCONTUL
[NOT  INCL UDED] 
21.00” x  17.22” x  6 .19”  

COMMERCIAL-GRADE DESIGN
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I d e a l  f o r  r e s i d e n t i a l  a n d  l i g h t  c o m m e r c i a l  g a t e  a p p l i c a t i o n s .

1 2 V D C  R E S I D E N T I A L / L I G H T 
C O M M E R C I A L  S W I N G  G A T E  O P E R A T O R

INCLUDED ACCESSORIES:

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

P R O D U C T  G U I D E  R S W 1 2 U L
1 2 V D C  R E S I D E N T I A L / L I G H T 
C O M M E R C I A L  S W I N G  G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T 

BATTERY
BACKUP 
Prov ides  up to  147 

Cycles  or  63 Days 

o f  S tandby Power

R S W 1 2 U L
11600

IN-GROUND TRAFFIC SPIKE 
SECTION (6 FT.) 

Standard-duty, in-ground manua l 
t ra f f ic  sp ikes . 6  f t . sec t ions  come in 

d i f fe rent  f in ishes .

EL2
5

RESIDENTIAL TELEPHONE 
ENTRY SYSTEM

Cont ro ls  access  a t  ga ted  ent rances 
wi th  2 ,000 un ique codes  and 

Versa  XS 4 .0  so f tware .

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND 
S IGNAL TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

EMERGENCY DISCONNECT :  SIMPLE-TO-USE RELEASE HANDLE ALLOWS GATE TO 
BE OPERATED MANUALLY AND MAINTAIN L IMIT  POSIT ION ONCE REENGAGED.

FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE PROPERTY, PREVENTING 
UNAUTHORIZED ACCESS (REQUIRES OPTIONAL EXPANSION BOARD) .

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN.

SOLAR-READY, ULTRA-RELIABLE SYSTEM DELIVERS POWER WHEN AND 
WHERE YOU NEED IT.

SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
OPERATOR AND HARDWARE L IFE .

HEAVY-DUTY COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES  
UNSURPASSED REL IABIL ITY.

WARRANTY  3  YEARS.

RELIABLE

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SMART

2
0

W
7

A
/2

0
W

3
3

A

SOLAR KIT
20W 12V so lar  pane l  k i t 

( includes  pane l , ba t te r ies  and harness ) .

LM
W

EK
ITU

ED
G
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MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

INTERNET GATEWAY  
Connects  MyQ-enab led  ga te  

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  MyQ App.
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MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

*Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 
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RECOMMENDED CAPACITIES
1,000 Ibs.

1,000

700

400

0
6 f t . 10 f t . 16 f t .

700 Ibs.

400 Ibs.

TEMPERATURE SPECIFICATIONS

GATE TRAVEL SPEED 
Opens 90° in 12–15 Seconds

R S W 1 2 U L
12VDC RESIDENTIAL/L IGHT 

COMMERCIAL SWING 

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

 - 12VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing :  250 Cycles  per  Day

 - Wormgear  Reduct ion : 2  Commerc ia l  O i l -Ba th  Gearboxes 

Prov id ing  900:1  Wormgear  Reduct ion

 - Chassis :  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l 

fo r  Rust  Prevent ion

 - Cover : H igh-Dens i ty, UV-Res is tant  Po lycarbona te  2-P iece 

fo r  Exce l len t  Hea t  and Cor ros ion  Res is tance

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV    

 - Operator  Weight : 180 lbs .

MECHANICS

 - 115VAC

 - Solar-Ready, U l t ra-Rel iable  System Del ivers  Power  When 

and Where  You Need I t

 - Accessory  Power : 12VDC 500mA Output 

POWER

COMMERCIAL-GRADE DESIGN

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
UL® and the UL logo are trademarks of UL LLC © 2018 All Rights Reserved.
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WITHOUT HEATER : 
-4°F ( -20°C)  to  140°F (60°C)

WITH OPTIONAL HEATER (HTR) 
-40°F ( -40°C)  to  140°F (60°C)

BATTERY BACKUP OPERATION
Battery Cycles Standby Time

(1 )  7Ah 147 63 Days

(2 )  7Ah 354 126 Days

(2 )  33Ah 877 180 Days

INHERENT REVERSING SENSOR
 - Detects  Obst ruct ions  and Reverses 
Ga te  When C los ing  or  S tops/Reverses 
Ga te  When Open ing

BI-PART DELAY
 - Moni tors  and Ad jus ts  Speed and 
Pos i t ion  o f  Each Wing to  Ensure 
Pr imary  Ga te  C loses  Last

SYNCHRONIZED CLOSE 
 - S imul taneous ly  C loses  Ga tes

MONITORED SAFETY INPUTS  
 - 3  Main  Board , 3  Opt iona l  
Expans ion  Board

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

S T A N D A R D  F E A T U R E S .
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P R O D U C T  G U I D E  R S L 1 2 U L
1 2 V D C  R E S I D E N T I A L / L I G H T 
C O M M E R C I A L  S L I D E  G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T 

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND  
S IGNAL TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE. 
 
POSILOCK® PREVENTS GATE FROM AN UNAUTHORIZED MANUAL OPEN. 

FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.  
 
MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPENED MANUALLY.  
 
UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

SOLAR-READY, ULTRA-RELIABLE SYSTEM DELIVERS POWER WHEN  
AND WHERE YOU NEED IT. 
 
BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN. 
 
SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND  
OPERATOR HARDWARE LIFE. 
 
COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES  
UNSURPASSED REL IABIL ITY. 
 
WARRANTY  3  YEARS.

RELIABLE

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR  
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SMART

BATTERY 
BACKUP 
Prov ides  up to  114 

Cycles  or  63 Days  o f 

S tandby Power

I d e a l  f o r  r e s i d e n t i a l  a n d  l i g h t  c o m m e r c i a l  g a t e  a p p l i c a t i o n s .

1 2 V D C  R E S I D E N T I A L / L I G H T 
C O M M E R C I A L  S L I D E  G A T E  O P E R A T O R

R S L 1 2 U L

INCLUDED ACCESSORIES:

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

RESIDENTIAL TELEPHONE 
ENTRY SYSTEM

Cont ro ls  access  a t  ga ted  ent rances 
wi th  2 ,000 un ique codes  and 

Versa  XS 4 .0  so f tware .

SOLAR PANEL
20W 12V so lar  pane l  k i ts  (pane l , 

ba t te r ies , harness ) . 

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

INTERNET GATEWAY  
Connects  MyQ-enab led  ga te  

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  MyQ App.

MONITORED SMALL 
PROFILE RESISTIVE EDGE 

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .
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*Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 

MONITORED WIRELESS EDGE KIT 
Low-energy  B luetooth ® connect ion 

between a  L i f tMaster  Moni tored 
Res is t i ve  Edge and the  ga te  opera tor ; 

max. range: 130 f t . *

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 
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GATE 
TRAVEL 
SPEED

per  second10"

BATTERY BACKUP OPERATION
Battery Cycles Standby Time

(1 )  7Ah 114 63 Days

(2 )  7Ah 281 126 Days

(1 )  33Ah 710 180 Days

R S L 1 2 U L

CAPACITIES

800 Ibs.
800

600 

400

200

0
25 f t .

12VDC RESIDENTIAL/L IGHT 

COMMERCIAL SL IDE 

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

 - 12VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing :  120 Cycles  per  Day

 - Wormgear  Reduct ion : Commerc ia l  O i l -Ba th  Gearbox 

Prov id ing  15:1  Wormgear  Reduct ion

 - Chain : #41 B lack  Ox ide  (25 f t . Supp l ied )

 - Chassis :  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l  fo r 

Rust  Prevent ion

 - Cover : 1-P iece  UV-Res is tant  Po lye thy lene Cover 

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV    

 - Operator  Weight : 100 Ibs .

MECHANICS

 - 115VAC

 - Solar-Ready, U l t ra-Rel iable  System 

De l i vers  Power  When and Where  You Need I t

 - Accessory  Power : 12VDC 500mA Output 

POWER

COMMERCIAL-GRADE DESIGN

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com  
UL® and the UL logo are trademarks of UL LLC © 2018 All Rights Reserved.
© 2018 Bluetooth SIG, Inc. All rights reserved. 
HomeLink® and the HomeLink House® logo are registered trademarks of Gentex Corporation
LMPAENPGRSL12 5/18

WITHOUT HEATER 
-4°F  ( -20°C)  to  140°F (60°C)  

WITH OPTIONAL HEATER (HTR) 
-40°F ( -40°C)  to  140°F (60°C)

TEMPERATURE SPECIFICATIONS

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

SYNCHRONIZED CLOSE 
 - S imul taneous ly  C loses  Ga tes

QUICK CLOSE AND ANTI-TAILGATE  
 - Qu ick ly  Secure  Proper ty, Prevent ing 
Unauthor ized  Access  (Requ i res 
Expans ion  Board ) 

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

INHERENT REVERSING SENSOR
 - Detects  Obst ruct ions  and Reverses  
Ga te  When C los ing  or  S tops/Reverses  
Ga te  When Open ing

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Opt iona l  
Expans ion  Board

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

S T A N D A R D  F E A T U R E S .
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T h e  f i r s t  c h o i c e  f o r  h e a v y - t r a f f i c  s w i n g  g a t e  a p p l i c a t i o n s .

2 4 V D C  H I G H - T R A F F I C  C O M M E R C I A L 
S W I N G  G A T E  O P E R A T O R

P R O D U C T  G U I D E  C S W 2 4 U L
2 4 V D C  H I G H - T R A F F I C  C O M M E R C I A L 
S W I N G  G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T 

SAFE AND SECURE

BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN.

SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
OPERATOR HARDWARE LIFE.

SURGE SUPPRESSION PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY.

HEAVY-DUTY COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES  
UNSURPASSED REL IABIL ITY.

WARRANTY  5  YEARS COMMERCIAL, 7  YEARS RESIDENTIAL.

RELIABLE

SMART

BATTERY 
BACKUP 
Prov ides  up to  146 

Cycles  or  24 Days 

o f  S tandby Power 

C S W 2 4 U L
2

1
0

W
/4

0
W

3
3

A

SOLAR KIT
210W: (2 )  10W 12V so lar  pane ls ;  

40W33A: (2 )  20W 12V pane ls , (2 )  33Ah 
ba t ter ies  and so lar  harness . 

C
A

P
X

L

CONNECTED ACCESS PORTAL, 
HIGH CAPACITY

Cloud-based access  cont ro l 
fo r  res ident ia l  communi t ies .

WIRELESS COMMERCIAL KEYPAD  
Prov ides  constant  pressure  over r ide  to 
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices 
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld 

Open/Par ty  Pass  enab led  wi th  ga te 
opera tor  f i rmware  4 .2  or  h igher.

INCLUDED ACCESSORIES:

LM
R

R
U

L

SAFETY ADD-ONS:

LM
W

EK
ITU

ED
G

ES

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

LM
TB

U
L

1160O

IN-GROUND TRAFFIC SPIKE 
SECTION (6 FT.) 

Standard-duty, in-ground manua l 
t ra f f ic  sp ikes . 6  f t . sec t ions  come in 

d i f fe rent  f in ishes .

TOTAL SOLUTION ACCESSORIES: 

K
P

W
2

5
0

*Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and  
2  res is t i ve  edges  per  t ransmi t te r. 

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SYNCHRONIZED CLOSE  S IMULTANEOUSLY CLOSES GATES.

SECURITY+ 2.0®  SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND  
S IGNAL TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

EMERGENCY DISCONNECT :  SIMPLE-TO-USE RELEASE HANDLE ALLOWS GATE 
TO BE OPERATED MANUALLY AND MAINTAIN L IMIT  POSIT ION ONCE REENGAGED. 

FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.  
 
QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE PROPERTY, PREVENTING 
UNAUTHORIZED ACCESS.  
 
UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *
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BATTERY BACKUP OPERATION

Battery Cycles Standby  
Time

(2 )  7Ah 146 24 Days

(2 )  33Ah 876 105 Days

CAPACITIES

1,600 Ibs.

800 Ibs.

1,600

1,200 

800

400

0
8 f t . 16 f t . 18 f t . 

600 Ibs.

GATE TRAVEL SPEED 
Opens 90° in 13–15 Seconds

C S W 2 4 U L
24VDC HIGH-TRAFFIC 

COMMERCIAL SWING 

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

 - 24VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing :  High-Cycle , H igh-Tempera ture 

Cont inuous Duty

 - Wormgear  Reduct ion:  2  Commerc ia l  O i l -Ba th  Gearboxes 

Prov id ing  900:1  Wormgear  Reduct ion

 - Chassis :  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l 

fo r  Rust  Prevent ion

 - Cover : H igh-Dens i ty, UV-Res is tant  Po lycarbona te  2-P iece 

fo r  Hea t  and Cor ros ion  Res is tance 

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV    

 - Operator  Weight : 206 lbs .

MECHANICS

 - 120/230VAC Sing le-Phase

 - Opt ional  K i t  (3PHCONV)  to  Conver t  an  Input  Vo l tage o f 

208/230/460/575VAC to  an  Output  Vo l tage o f  120VAC

 - Accessory  Power : 24VDC 500mA Max.

 - Solar  Opt ion Avai lable

POWER

COMMERCIAL-GRADE DESIGN

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
UL® and the UL logo are trademarks of UL LLC © 2018 All Rights Reserved.
© 2018 Bluetooth SIG, Inc. All rights reserved. 
HomeLink® and the HomeLink House® logo are registered trademarks of Gentex Corporation
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TEMPERATURE SPECIFICATIONS

WITHOUT HEATER 
-4°F ( -20°C)  to  140°F (60°C)

WITH OPTIONAL HEATER (HTR) 
-40°F ( -40°C)  to  140°F (60°C)

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

S T A N D A R D  F E A T U R E S .
PRE-MOTION WARNING ALARM

 - Act iva tes  On-Board  A larm 3 Seconds 
Pr io r  to  Ga te  Mot ion

INHERENT REVERSING SENSOR
 - Detects  Obst ruct ions  and Reverses 
Ga te  When C los ing  or  S tops/Reverses 
Ga te  When Open ing

BI-PART DELAY
 - Moni tors  and Ad jus ts  Speed and 
Pos i t ion  o f  Each Wing to  Ensure 
Pr imary  Ga te  C loses  Last

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

SECURITY+ 2.0® ON-BOARD
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency 
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
 o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 
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I d e a l  f o r  t h e  m o s t  d e m a n d i n g  s l i d e  g a t e  e n v i r o n m e n t s . 

2 4 V D C  H I G H - T R A F F I C  C O M M E R C I A L 
S L I D E  G A T E  O P E R A T O R

INCLUDED ACCESSORIES:

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

LO
O

P
D

ETLM

PLUG-IN LOOP DETECTOR  
Prevents  the  ga te  f rom clos ing  on  a  

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

INTERNET GATEWAY  
Connects  MyQ-enab led  ga te  

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  MyQ App.

C
A

P
X

L
8

2
8

LM

CONNECTED ACCESS 
PORTAL, HIGH CAPACITY     

Cloud-based access  cont ro l  fo r 
res ident ia l  communi t ies .

P R O D U C T  G U I D E  C S L 2 4 U L
2 4 V D C  H I G H - T R A F F I C  C O M M E R C I A L 
S L I D E  G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T 

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURES THE PROPERTY, 
PREVENTING UNAUTHORIZED ACCESS.

FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION. 

MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPENED MANUALLY. 

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN.

COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES  
UNSURPASSED REL IABIL ITY.

SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
OPERATOR HARDWARE L IFE .

WARRANTY  5  YEARS COMMERCIAL, 7  YEARS RESIDENTIAL.

RELIABLE

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SMART

BATTERY 
BACKUP 
Prov ides  up to  208 
Cycles  or  24 Days  
o f  S tandby Power 

C S L 2 4 U L

*Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve 
edges  per  t ransmi t te r.

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

MONITORED SMALL PROFILE 
RESISTIVE EDGE  

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .
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 - 24VDC  Cont inuous Duty

 - Operator  Duty  Rat ing:  High-Cycle , H igh-Tempera ture 

Cont inuous Duty

 - Wormgear  Reduct ion:  Commerc ia l  O i l -Ba th  Gearbox 

Prov ides  10:1  Wormgear  Reduct ion

 - Chain:  #41 B lack  Ox ide  (30 f t . Supp l ied )

 - Chassis  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l  

fo r  Rust  Prevent ion

 - Cover :  H igh-Dens i ty, UV-Res is tant  Po lycarbona te  2-P iece 

Cover  fo r  Exce l len t  Hea t  and Cor ros ion  Res is tance 

 - UL ® Usage Classi f icat ion:  I , I I , I I I  and IV    

 - Operator  Weight :  140 lbs .    

MECHANICS

 - 120/230V  S ing le-Phase

 - Opt ional  K i t  (3PHCONV)  to  Conver t  an  Input  Vo l tage o f 

208/230/460/575VAC to  an  Output  Vo l tage o f  120VAC

 - Solar-Ready Ul t ra-Rel iable  System 

De l i vers  Power  When and Where  You Need I t

 - Accessory  Power:  24VDC 500mA Output ;  Swi tched  

and Unswi tched Power

POWER

COMMERCIAL-GRADE DESIGN

SLIDE RATING

C S L 2 4 U L 
24VDC HIGH-TRAFFIC 

COMMERCIAL SL IDE  

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

S T A N D A R D  F E A T U R E S . S U P P O R T . 

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
UL® and the UL logo are trademarks of UL LLC © 2018 All Rights Reserved.
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GATE 
SPEED

per  second12"

BATTERY BACKUP OPERATION
Battery Cycles Standby Time

(2 )  7Ah 208 24 Days

(2 )  33Ah 1,179 105 Days

1,500 Ibs.
1,500

1,000

500

0
50 f t .

TEMPERATURE SPECIFICATIONS
WITHOUT HEATER 

-4°F  ( -20°C)  

WITH HEATER (HTR) 
 -40°F ( -40°C)

WITHOUT HEATER 
140°F (60°C)

WITH HEATER (HTR) 
140°F (60°C)

INHERENT REVERSING SENSOR
 - Detects  Obst ruct ions  and Reverses 
Ga te  When C los ing  or  S tops/Reverses 
Ga te  When Open ing

POSILOCK®

 - Automat ica l l y  C loses  the  Ga te  When  
I t  I s  Pushed f rom the  C losed L imi t 

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

SECURITY+ 2.0® ON-BOARD
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency 
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
 o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 
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INCLUDED ACCESSORIES:

C
P

S
U

N
4

G
C

A
P

2
D

C
A

P
X

L
M

A
T

SAFETY ADD-ONS:

O
ES-SD

 16/24/50

TOTAL SOLUTION ACCESSORIES: 

LO
O

P
D

ETLM
R

G
L2

4
LY

LM
TB

U
L 

LM
R

R
U

L

P R O D U C T  G U I D E  H C T D C U L
S P E C I A L T Y  O V E R H E A D  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T 

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

POSILOCK® AUTOMATICALLY POWERS THE OPERATOR AND RETURNS THE GATE/
DOOR TO THE CLOSED POSIT ION WHEN PUSHED OFF THE CLOSED L IMIT.

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE THE PROPERTY, 
PREVENTING UNAUTHORIZED ACCESS.

FIRE DEPARTMENT COMPLIANCE ALLOWS GATE/DOOR TO AUTO-OPEN UPON 
LOSS OF AC POWER OR BATTERY DEPLET ION.

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

RELIABLE

SMART

SMOOTH START/STOP  
and Mid-Trave l  Reversa l  Ensure 
Low-Maintenance Per formance   

NOISE-ISOLATING 
DESIGN   
Prov ides  fo r  Except iona l l y  Smooth 
and U l t ra-Qu ie t  Opera t ion 

BATTERY BACKUP SECURES AND SAFEGUARDS YOUR PROPERTY BY PROVID ING 
STANDBY POWER WHEN THE POWER IS  DOWN. 
 
HEAVY-DUTY COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES 
UNSURPASSED REL IABIL ITY. 
 
SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
OPERATOR HARDWARE L IFE . 
 
YELLOW ZINC DICHROMATE RAIL FINISH OFFERS MAXIMUM 
RUST PROTECTION. 
 
WARRANTY  5  YEARS.

NOISE ISOLATORS PROVIDE EXCEPTIONALLY SMOOTH AND QUIET 
PERFORMANCE.

SELECTABLE SPEED CONTROL OPENS UP TO 11" PER SECOND, 25% FASTER 
THAN INDUSTRY AVERAGE, TO KEEP TRAFF IC  FLOWING.

LOW-PROFILE DESIGN INSTALLS EASILY IN  T IGHT APPL ICAT IONS AT ONLY 
8"  IN  HE IGHT. 

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

I d e a l  f o r  m u l t i - u n i t  r e s i d e n t i a l  p a r k i n g  f a c i l i t i e s . 

S P E C I A L T Y  O V E R H E A D  O P E R A T O R 
H C T D C U L

MONITORED COMMERCIAL 
PROTECTOR SYSTEM® 

Increases  ent rapment  pro tec t ion  wi th 
through-beam in f rared  sensors  wi th 

heavy-duty  hous ings  and brackets ;  NEMA 
4 ra ted ;  max. range: 45 f t .

CONNECTED ACCESS PORTAL, 
2-DOOR CONTROLLER   

Keypad and proximity reader functionality 
controls a single-entry access.

CONNECTED ACCESS PORTAL, 
HIGH CAPACITY

Cloud-based access  cont ro l 
fo r  res ident ia l  communi t ies .

HIGH-TRAFFIC DC BARRIER 
GATE OPERATOR   

Prov ides  easy  in-and-out  access  24 
hours  a  day  to  keep t ra f f ic  f lowing.

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced retro-ref lect ive photo eye now  
with heater and wider polarized beam, 

engineered to stay al igned; max.  
range: 50 ft . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now with wider 
polarized beam and heater for high  

performance in most environments; max.  
range: 90 ft . 

OPTICAL EDGE SYSTEM 
Commercial  door through-beam infrared 

optical sensors with premium rubber 
door edges sense obstructions. 

Not compatible with LMWEKITU.

PLUG-IN LOOP DETECTOR  
Ident i f ies  veh icles  wi th in  the  ga te  or 

door  pa thway. 

RED/GREEN TRAFFIC LIGHT 
Assures  sa fe  enter ing  and ex i t ing  by 

ind ica t ing  door  s ta tus . 
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MECHANICS

 - 120/230V  S ing le-Phase

POWER

COMMERCIAL-GRADE DESIGN

- 4 ° F  ( - 2 0 ° C )  t o  1 4 0 ° F  ( 6 0 ° C )

TEMPERATURE SPECIFICATIONS

H C T D C U L 
SPECIALTY OVERHEAD OPERATORM A S T E R F U L  E N G I N E E R I N G .

S T A N D A R D  F E A T U R E S . S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t   
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion  fo r 
You, V is i t  
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

PRE-MOTION WARNING ALARM 
 - Act iva tes  On-Board  A larm 3 Seconds 
Pr io r  to  Ga te  Mot ion

EXTERNAL ALARM RESET BUTTON 
 - Ins tant ly  Resets  the  Bu i l t - In  Safe ty 
A larm S i ren 

MAXIMUM-RUN TIMER  
 - Pro tec ts  Aga ins t  Damage to  the  Ga te  and 
Opera tor  by  L imi t ing  the  Un i t ’s  Run Time 
to  120 Seconds

DYNAMIC BRAKING SYSTEM 
 - Adds Substant ia l  Ga te  Pos i t ion  Cont ro l 
a t  A l l  Po in ts  o f  Trave l

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
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BATTERY BACKUP OPERATION
Battery Cycles Standby  

Time

(2 )  7Ah 112 24 Days

GATE TRAVEL SPEED 
BI-PART DELAY OFF (DEFAULT)  = 8  IN . /SEC. 

OPEN SPEED*

BI-PART DELAY ON (FAST)  = 11 IN . /SEC.  

OPEN SPEED*
RAILS 

HCT08 : 121.5" 

HCT10 : 145.5" 

HCT12 : 169.5"

CAPACITIES 
Rated for  Overhead Doors  or 

Ga tes  wi th  up  to  12 f t . Ra i l  o r 

Weigh ing up to  700 lbs .

700 Ibs.
600

400

200

0
12 f t .

 - Chassis :  Const ructed  wi th  1/4  in . Go ld 

Z inc-P la ted  Stee l  fo r  Rust  Prevent ion

 - Trol ley  Assembly :  Heavy-Duty  12-Gauge 

Stee l  Track  wi th  6  UHMW Rol le rs

 - UL ® Usage Classi f icat ion : I I , I I I  and IV 

 - Weights :

 - Powerhead = 86 lbs . 

 - HCT08—8 f t . Ra i l  =  93 lbs .

 - HCT10—10 f t . Ra i l  =  111 lbs .

 - HCT12—12 f t . Ra i l  =  129 lbs .

 - 24VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing : H igh-Cycle , H igh-Tempera ture 

Cont inuous Duty

 - Wormgear  Reduct ion : O i l -Ba th  Gearbox 

wi th  28:1  Gear  Reducer

 - Accessory  Power : 24VDC 500mA Output

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

 

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls  (Un l imi ted 
wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and 
Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

*Se lec t  ga te  t rave l  speed us ing  the  B I -PART DELAY  
  swi tch  and enab le  a  h igh-speed open opt ion  to 
  he lp  f low in  h igh- t ra f f ic  a reas  (open speed on ly ) .
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F o r  t h e  m o s t  d e m a n d i n g  h i g h - t r a f f i c  s w i n g  g a t e  e n v i r o n m e n t s .

A C  H I G H - T R A F F I C  C O M M E R C I A L  
S W I N G  G A T E  O P E R A T O R

K
P

W
2

5
0

WIRELESS COMMERCIAL KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 

C
A

P
X

L

CONNECTED ACCESS PORTAL, 
HIGH CAPACITY

Cloud-based access  cont ro l 
fo r  res ident ia l  communi t ies .

P R O D U C T  G U I D E  C S W 2 0 0 U L
A C  H I G H - T R A F F I C  C O M M E R C I A L  
S W I N G  G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T 

SAFE AND SECURE

RELIABLE
LEGACY ELITE HEAVY-DUTY COMMERCIAL GEAR-DRIVEN 
TRANSMISSION PROVIDES UNSURPASSED REL IABIL ITY.

SURGE SUPPRESSION PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY.

WARRANTY  5  YEARS COMMERCIAL, 7  YEARS RESIDENTIAL.

SMART

CONTINUOUS-DUTY,  
High-Tempera ture  Motor

C S W 2 0 0 U L
LO

O
P

D
ETLM

PLUG-IN LOOP DETECTOR  
Prevents  the  ga te  f rom clos ing  on  a  

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

INCLUDED ACCESSORIES:
MONITORED RETRO- 

REFLECTIVE PHOTO EYE  
Enhanced re t ro- re f lec t ive  photo  eye  now  

wi th  hea ter  and wider  po lar i zed  beam,  
eng ineered to  s tay  a l igned;  max.  

range: 50 f t . 

LM
R

R
U

L

SAFETY ADD-ONS:

LM
W

EK
ITU

ED
G

ES

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider  
po lar i zed  beam and hea ter  fo r  h igh  
per formance in  most  env i ronments ;  

max. range: 90 f t . 

LM
TB

U
L

11600

IN-GROUND TRAFFIC SPIKE 
SECTION (6 FT.) 

Standard-duty, in-ground manua l 
t ra f f ic  sp ikes . 6  f t . sec t ions  come in 

d i f fe rent  f in ishes .

*Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and  
2  res is t i ve  edges  per  t ransmi t te r. 

TOTAL SOLUTION ACCESSORIES: 
MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SYNCHRONIZED CLOSE  S IMULTANEOUSLY CLOSES GATES.

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

EMERGENCY DISCONNECT :  SIMPLE-TO-USE RELEASE HANDLE ALLOWS 
GATE TO BE OPERATED MANUALLY AND MAINTAIN L IMIT  POSIT ION 
ONCE REENGAGED. 

INHERENT REVERSING SENSOR DETECTS OBSTRUCTIONS AND 
REVERSES GATE WHEN CLOSING OR STOPS/REVERSES THE GATE 
WHEN OPENING.

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE PROPERTY, 
PREVENTING UNAUTHORIZED ACCESS.

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *
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CAPACITIES

1,600 Ibs.

1,200 Ibs.

1,600

1,200 

800

600

0
8 f t . 12 f t . 16 f t . 18 f t . 

800 Ibs.

600 Ibs.

CAPACITIES

2,000 Ibs.

1,600 Ibs.

2,000

1,500 

1,000

500

0
12 f t . 16 f t . 18 f t . 22 f t . 

1 ,400 Ibs.

1,000 Ibs.

GATE TRAVEL SPEED 
Opens 90° in 13–15 Seconds

C S W 2 0 0 U L
AC HIGH-TRAFFIC 

COMMERCIAL SWING 

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

 - Cont inuous-Duty  Motor  Rated for  H igh-Cycle , 

H igh-Tempera ture  App l ica t ions  (Ava i lab le  in  1/2  and 1  HP)

 - Wormgear  Reduct ion : 2  Commerc ia l  O i l -Ba th  Gearboxes 

Prov id ing  900:1  Wormgear  Reduct ion

 - Chassis :  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l 

fo r  Rust  Prevent ion

 - Cover : H igh-Dens i ty, 2-P iece  UV-Res is tant  Po lye thy lene 

Cover  (1 /2  HP CSW200501UL)

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV    

 - Operator  Weight :  175 lbs .

MECHANICS

 - 115V Sing le-Phase

 - Accessory  Power : 24VDC 500mA Output

 - Opt ional  K i t  (3PHCONV)  to  Conver t  an  Input  Vo l tage o f 

208/240/460/575VAC to  an  Output  Vo l tage o f  115VAC

POWER

COMMERCIAL-GRADE DESIGN

1 HP CSW200101UL

1/2 HP CSW200501UL

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
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S T A N D A R D  F E A T U R E S .
PRE-MOTION WARNING ALARM

 - Act iva tes  On-Board  A larm 3 Seconds 
Pr io r  to  Ga te  Mot ion

BI-PART DELAY
 - Moni tors  and Ad jus ts  Speed and 
Pos i t ion  o f  Each Wing to  Ensure 
Pr imary  Ga te  C loses  Last

MECHANICAL LIMIT SYSTEM
 - Main ta ins  Accura te  Ga te  Pos i t ion 
Throughout  Ga te  Trave l , Even Af ter 
Us ing  Manua l  D isconnect

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

TEMPERATURE SPECIFICATIONS

WITHOUT HEATER 
-4°F ( -20°C)  to  140°F (60°C)

WITH OPTIONAL HEATER (HTRNB) 
-40°F ( -40°C)  to  140°F (60°C)
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P R O D U C T  G U I D E  S L 3 0 0 0 U L
A C  H I G H - T R A F F I C  C O M M E R C I A L  S L I D E 
G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE. 
 
INHERENT REVERSING SENSOR DETECTS OBSTR UCTIONS AND REVERSES  
GATE WHEN CLOSING OR STOPS/REVERSES THE GATE WHEN OPENING. 

PRE-MOTION WARNING ALARM ACTIVATES ON-BOARD ALARM 3 SECONDS 
PRIOR TO GATE MOTION.  
 
MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPERATED MANUALLY.

QUICK CLOSE AND ANTI-TAILGATE  QU ICKLY SECURE PROPERTY, PREVENTING 
UNAUTHORIZED ACCESS.

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

LEGACY ELITE HEAVY-DUTY COMMERCIAL GEAR-DRIVEN TRANSMISSION 
PROVIDES UNSURPASSED REL IABIL ITY. 
 
LIMIT SWITCH DESIGN PROVIDES PRECISION LIMIT ACCURACY AND RELIABILITY.

SURGE SUPPRESSION PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY.

WARRANTY  5  YEARS COMMERCIAL, 7  YEARS RESIDENTIAL.

RELIABLE

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SMART

T h e  f i r s t  c h o i c e  f o r  h e a v y - t r a f f i c  a p p l i c a t i o n s .

A C  H I G H - T R A F F I C  C O M M E R C I A L  
S L I D E  G A T E  O P E R A T O R

S L 3 0 0 0 U L

PLUG-IN LOOP DETECTOR 
Prevents  the  ga te  f rom clos ing  on  a 

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

EL2
0

0
0

S
S

TELEPHONE ENTRY FOR 
COMMERCIAL APPLICATIONS 

AND GATED COMMUNITIES 
Mid-capacity telephone entry access 

control system with Versa XS 4.0 software.

INCLUDED ACCESSORIES:

LM
R

R
U

L

SAFETY ADD-ONS:

LM
W

EK
ITU

ED
G

ES

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

LM
TB

U
L

11600

IN-GROUND TRAFFIC SPIKE 
SECTION (6 FT.) 

Standard-duty, in-ground manua l 
t ra f f ic  sp ikes . 6  f t . sec t ions  come in 

d i f fe rent  f in ishes .

TOTAL SOLUTION ACCESSORIES: 

MONITORED SMALL 
PROFILE RESISTIVE EDGE 

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

S
5

0
5

A
L

LO
O

P
D

ETLM

CONTINUOUS-DUTY,  
High-Tempera ture  Motor MONITORED RETRO- 

REFLECTIVE PHOTO EYE  
Enhanced re t ro- re f lec t ive  photo  eye  now  

wi th  hea ter  and wider  po lar i zed  beam, 
eng ineered to  s tay  a l igned;  max.  

range: 50 f t . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

*Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 
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GATE 
TRAVEL 
SPEED

per  second12"

S L 3 0 0 0 U L
AC HIGH-TRAFFIC 

COMMERCIAL SL IDE GATE 

OPERATOR

CAPACITIES

2,000 Ibs.

1,000 Ibs.

2,000

1,500 

1,000

500

0
50 f t . 1  HP 50 f t . 1/2 HP

M A S T E R F U L  E N G I N E E R I N G .

 - Cont inuous-Duty  Motor  with  Class H Insulat ion  I s  Ra ted fo r  H igh-

Cycle , H igh-Tempera ture  App l ica t ions  (Ava i lab le  in  1/2  and 1  HP)

 - Operator  Duty  Rat ing : Cont inuous Duty

 - Wormgear  Reduct ion :  Commerc ia l  O i l -Ba th  Gearbox  Prov id ing  30:1 

Wormgear  Reduct ion   

 - Chain : #41 B lack  Ox ide  (25 f t . Supp l ied )

 - Chassis :  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l  fo r 

Rust  Prevent ion 

 - Cover : H igh-Dens i ty, UV-Res is tant , 1-P iece  Po lye thy lene 

P las t ic  fo r  Exce l len t  Hea t  and Cor ros ion  Res is tance 

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV  

 - Operator  Weight : 140 lbs .

MECHANICS

 - 115V Sing le-Phase

 - Accessory  Power : 24VDC 500mA Output

 - 2  Aux i l ia r y  Out le ts

 - Opt iona l  K i t  (3PHCONV)  to  Conver t  an  Input  Vo l tage o f 

208/240/480/575VAC to  an  Output  Vo l tage o f  115VAC

POWER

COMMERCIAL-GRADE DESIGN
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S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

TEMPERATURE SPECIFICATIONS

WITHOUT HEATER 
-4°F ( -20°C)  to  140°F (60°C)

WITH OPTIONAL HEATER (HTRNB) 
-40°F ( -40°C)  to  140°F (60°C)

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion 
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

S T A N D A R D  F E A T U R E S .
EXTERNAL ALARM RESET BUTTON

 - Ins tant ly  Resets  the  Bu i l t - In  Safe ty 
A larm S i ren

MECHANICAL LIMIT SYSTEM
 - Main ta ins  Accura te  Ga te  Pos i t ion 
Throughout  Ga te  Trave l , Even Af ter 
Us ing  Manua l  D isconnect

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

[SL3000101UL AND SL3000501UL HAVE  T HE  S AM E  D IMENS IONS]
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R e l i a b l e  g e a r - d r i v e n  s l i d e  g a t e  o p e r a t o r  f o r 
c o m m e r c i a l  a n d  i n d u s t r i a l  a p p l i c a t i o n s .

A C  H E A V Y - D U T Y  I N D U S T R I A L  S L I D E 
G A T E  O P E R A T O R

P R O D U C T  G U I D E  S L 5 8 5 U L
A C  H E A V Y - D U T Y  I N D U S T R I A L  S L I D E 
G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T
HEAVY-DUTY COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES  
UNSURPASSED REL IABIL ITY.

SURGE SUPPRESSION PROVIDES INDUSTRIAL SURGE AND LIGHTNING  
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY.

WARRANTY  2  YEARS.

RELIABLE

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR  
YOUR GATE OPERATOR FROM ANYWHERE.

UNIVERSAL FOOTPRINT SIMPLIF IES RETROFIT  APPL ICAT IONS BY  
ADAPTING TO PREEXIST ING PADS.

HOMELINK® COMPATIBLE (VERSION 4 .0  AND H IGHER) .

SMART

HEAVY-DUTY, 
Indust r ia l  Lockab le 

Meta l  Cover 

S L 5 8 5 U L

SAFE AND SECURE
SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPERATED MANUALLY. 

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE PROPERTY, PREVENTING 
UNAUTHORIZED ACCESS.

LOCKOUT/TAGOUT FEATURE PREVENTS POWER FROM BEING SWITCHED 
ON WHEN SERVIC ING OPERATOR AND SAFEGUARDS WORKERS FROM 
HIGH-VOLTAGE POWER.

AUTOMATIC SOLENOID BRAKE  PREVENTS THE GATE FROM  
BE ING BACK DRIVEN.

PLUG-IN LOOP DETECTOR 
Prevents  the  ga te  f rom clos ing  on  a 

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

EL2
0

0
0

S
S

TELEPHONE ENTRY FOR 
COMMERCIAL APPLICATIONS 

AND GATED COMMUNITIES 
Mid-capacity telephone entry access 

control system with Versa XS 4.0 software.

INCLUDED ACCESSORIES:

LM
R

R
U

L

SAFETY ADD-ONS:

LM
W

EK
ITU

ED
G

ES

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

LM
TB

U
L

11600

IN-GROUND TRAFFIC SPIKE 
SECTION (6 FT.) 

Standard-duty, in-ground manua l 
t ra f f ic  sp ikes . 6  f t . sec t ions  come in 

d i f fe rent  f in ishes .

TOTAL SOLUTION ACCESSORIES: 

MONITORED SMALL 
PROFILE RESISTIVE EDGE 

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

S
5

0
5

A
L

LO
O

P
D

ETLM

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

*Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 
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S U P P O R T . 

GATE 
TRAVEL 
SPEED

per  second11"

M A S T E R F U L  E N G I N E E R I N G .

 - High-Start ing Torque  Cont inuous-Duty  Motor  (Ava i lab le  in  1/2 , 1 

and 1  1/2  HP)

 - Operator  Duty  Rat ing : 20  Cycles  per  Hour

 - Wormgear  Reduct ion : 20 :1  Wormgear  Reducer

 - Adjustable  Fr ict ion Clutch : He lps  to  Pro tec t  Ga te  and Opera tor 

f rom Damage Shou ld  the  Ga te  Meet  an  Obst ruct ion

 - Chain : #50 N icke l-P la ted  (25 f t . Supp l ied )

MECHANICS

 - 115/208/230VAC Single-Phase ;  208/230/460/575VAC 3-Phase 

(575V Includes  Factor y- Ins ta l led  Hea ter ) 

 - Accessory  Power : 24VDC 500mA Max.

 - Dual-Vol tage Connect ions : Increase F lex ib i l i t y  by  Enab l ing  the  Ins ta l le r 

to  Se lec t  the  Requ i red  Vo l tage, Wi th in  Phase, to  Meet  Job-S i te  Requ i rements 

POWER

COMMERCIAL-GRADE DESIGN

HP Max. Gate 
WT. ( lbs . )

Max. Gate 
Width ( f t . )
(Overhead/V-Groove)

Max. Gate
Width ( f t . )
(Cant i lever)

Cycles/HR

1/2 1,000 45 25 20

1

1 1/2

1,600

1,900

70

75

35

40

20

20

CAPACITIES

S L 5 8 5 U L
AC HEAVY-DUTY 

INDUSTRIAL SL IDE GATE 

OPERATOR

 - Chassis :  Heavy-Duty  S tee l  Chass is  and Lockab le  Powder-Coa ted Stee l 

Cover  Wi ths tand Ex t reme and Harsh  Env i ronments

 - Cover/Frame : Wea ther-Res is tant , Lockab le , 16-Gauge Stee l ;  7-Gauge 

Pre-Ga lvan ized Stee l  Frame

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV

 - Operator  Weight : 240 lbs .

© 2018 LiftMaster All Rights Reserved
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LiftMaster.com
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WITHOUT HEATER 
-4°F  ( -20°C)  to  140°F (60°C)  

WITH OPTIONAL HEATER 
(HTRNB—HTR460 FOR 460V OPERATORS) 
-40°F ( -40°C)  to  140°F (60°C)

TEMPERATURE SPECIFICATIONS

MECHANICAL LIMIT SYSTEM
 - Main ta ins  Accura te  Ga te  Pos i t ion 
Throughout  Ga te  Trave l , Even Af ter  Us ing 
Manua l  D isconnect

MONITORED SAFETY INPUTS 
 - 3  Main  Board , 3  Expans ion  Board -

SECURITY+ 2.0® ON-BOARD 
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls  (Un l imi ted  wi th 
811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and 
Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS   
 - Make Add ing Add i t iona l  Fea tures  Easy

S T A N D A R D  F E A T U R E S .
PRE-MOTION WARNING ALARM

 - Act iva tes  On-Board  A larm 3 Seconds Pr io r 
to  Ga te  Mot ion

EXTERNAL ALARM RESET BUTTON
 - Ins tant ly  Resets  the  Bu i l t - In  Safe ty 
A larm S i ren

MAXIMUM RUN TIMER
 - Pro tec ts  Aga ins t  Damage to  the  Ga te  and 
Opera tor  by  L imi t ing  the  Un i t ’s  Run Time 
to  120 Seconds

INHERENT REVERSING SENSOR
 - Detects  Obst ruct ions  and Reverses  Ga te  When 
C los ing  or  S tops/Reverses  Ga te  When Open ing

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 
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E x t r e m e  h e a v y - d u t y  o p e r a t o r  f o r  i n d u s t r i a l  l o c a t i o n s .

A C  H E A V Y - D U T Y  I N D U S T R I A L  S L I D E 
G A T E  O P E R A T O R

P R O D U C T  G U I D E  S L 5 9 5 U L
A C  H E A V Y - D U T Y  I N D U S T R I A L  S L I D E 
G A T E  O P E R A T O R

P R O D U C T  H I G H
L

I G
H

T

SAFE AND SECURE

COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES  
UNSURPASSED REL IABIL ITY. 
 
HEAVY-DUTY STEEL LOCKABLE NEMA 3R ENCLOSURE :  OIL-T IGHT, 
WEATHERPROOF CABINET WITHSTANDS EXTREME AND HARSH ENVIRONMENTS. 
 
SURGE SUPPRESSION PROVIDES INDUSTRIAL SURGE AND LIGHTNING PROTECTION 
AGAINST STRIKES UP TO 50 FEET AWAY.

WARRANTY  2  YEARS.

RELIABLE

MyQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.

SIMPLIFIED MOUNTING AND WIRING ROUTING FOR EASIER INSTALLATIONS.

SMART

S L 5 9 5 U L

HEAVY-DUTY,
Indust r ia l  Lockab le 

Meta l  Cover  

PLUG-IN LOOP DETECTOR 
Prevents  the  ga te  f rom clos ing  on  a 

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

EL2
0

0
0

S
S

TELEPHONE ENTRY FOR 
COMMERCIAL APPLICATIONS 

AND GATED COMMUNITIES 
Mid-capacity telephone entry access 

control system with Versa XS 4.0 software.

INCLUDED ACCESSORIES:

LM
R

R
U

L

SAFETY ADD-ONS:

LM
W

EK
ITU

ED
G

ES

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

LM
TB

U
L

11600

IN-GROUND TRAFFIC SPIKE 
SECTION (6 FT.) 

Standard-duty, in-ground manua l 
t ra f f ic  sp ikes . 6  f t . sec t ions  come in 

d i f fe rent  f in ishes .

TOTAL SOLUTION ACCESSORIES: 

MONITORED SMALL 
PROFILE RESISTIVE EDGE 

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

S
5

0
5

A
L

LO
O

P
D

ETLM

SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPERATED MANUALLY. 

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURE PROPERTY, PREVENTING 
UNAUTHORIZED ACCESS.  
 
INHERENT REVERSING SENSOR DETECTS OBSTRUCTIONS AND REVERSES GATE 
WHEN CLOSING OR STOPS/REVERSES THE GATE WHEN OPENING.

MECHANICAL BRAKING SYSTEM : TH IS  SOLENOID-ACTUATED BRAKE SYSTEM 
ADDS SUBSTANTIAL GATE POSIT ION CONTROL AT ALL POINTS IN  TRAVEL AND 
PREVENTS THE GATE FROM BEING BACK DRIVEN. 

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  now  
wi th  hea ter  and wider  po lar i zed  beam, 

eng ineered to  s tay  a l igned;  max.  
range: 50 f t . 

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ;  max. 
range: 90 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

*Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 
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GATE 
TRAVEL 
SPEED

per  second12"

HP Max. Gate 
WT. ( lbs . )

Max. Gate 
Width ( f t . )
(Overhead/V-Groove)

Max. Gate
Width ( f t . )
(Cant i lever)

Cycles/HR

1 1,700 70 35 25

1 1/2

2

2,100

2,500

80

90

40

45

25

25

CAPACITIES

S U P P O R T . 

S L 5 9 5 U L
AC HEAVY-DUTY 

INDUSTRIAL SL IDE GATE 

OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

 - High-Start ing Torque  Cont inuous-Duty  Motor  (Ava i lab le  in  1 , 

1  1/2  and 2  HP)

 - Operator  Duty  Rat ing : 25  Cycles  per  Hour

 - Wormgear  Reduct ion : 20 :1  Wormgear  Reducer

 - Mechanical  L imit  System : Ma in ta ins  Accura te  Ga te  Pos i t ion 

Throughout  Trave l , Even Af ter  Us ing  Manua l  D isconnect 

 - Adjustable  Fr ict ion Clutch : He lps  to  Pro tec t  Ga te  and Opera tor 

f rom Damage Shou ld  the  Ga te  Meet  an  Obst ruct ion

 - Chain : #50 N icke l-P la ted  (25 f t . Supp l ied )

 - Metal  Frame :  7-Gauge Pre-Ga lvan ized Stee l

 - Maximum Run Timer : P ro tec ts  Aga ins t  Damage to  the  Ga te  and 

Opera tor  by  L imi t ing  the  Un i t ’s  Run Time to  120 Seconds

 - Cover : Powder-Coa ted, Pre-Ga lvan ized 16-Gauge Stee l  O i l -Tight , 

Wea therproof  NEMA 3R Lockab le  Cab inet

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV 

 - Operator  Weight : 270 lbs .   

MECHANICS

 - 115/208/230VAC Single-Phase ;  208/230/460/575VAC 3-Phase 

(575V Includes  Factor y- Ins ta l led  Hea ter ) 

 - Accessory  Power : 24VDC 500mA Max.

 - Dual-Vol tage Connect ions : Increase F lex ib i l i t y  by  Enab l ing  the 

Ins ta l le r  to  Se lec t  the  Requ i red  Vo l tage, Wi th in  Phase, to  Meet 

Job-S i te  Requ i rements 

POWER

COMMERCIAL-GRADE DESIGN

S T A N D A R D  F E A T U R E S .
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PRE-MOTION WARNING ALARM
 - Act iva tes  On-Board  A larm 3 Seconds 
Pr io r  to  Ga te  Mot ion

EXTERNAL ALARM RESET BUTTON
 - Ins tant ly  Resets  the  Bu i l t - In  Safe ty 
A larm S i ren

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board 

SECURITY+ 2.0® ON-BOARD  
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency
 - Up to  50 Remote  Cont ro ls  (Un l imi ted  
wi th  811LM/813LM)  

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and 

Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS   
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE 
 - Vers ion  4 .0  or  H igher*

WITHOUT HEATER 
-4°F  ( -20°C)  to  140°F (60°C) 

WITH OPTIONAL HEATER 
(HTRNB—HTR460 FOR 460V OPERATORS) 
-40°F ( -40°C)  to  140°F (60°C)

TEMPERATURE SPECIFICATIONS

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 
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P R O D U C T  H I G H
L

I G
H

T 

INTEGRATED 
DIAGNOSTICS  
with  Our  2018 UL ® 

325 Ga te  Opera tors 

P h o t o  e y e  a n d  r e f l e c t o r  w i t h  p o l a r i z e d  b e a m . 

M O N I T O R E D  P H O T O  E Y E S

P R O D U C T  G U I D E  L M R R U L / L M T B U L
M O N I T O R E D  P H O T O  E Y E S

SECURE MOUNTING HARDWARE FOR VERSATILE PERFORMANCE IN  HARSH 
APPL ICATIONS.

HOODS INCLUDED FOR DURABIL ITY  AND SHIELD FROM ELEMENTS.

NEMA 4X RATED FOR SUPERIOR WEATHER RESISTANCE.

UL RECOGNIZED : TESTED AND EVALUATED BY UL AND MEET UL 325 
REQUIREMENTS.

SAFE AND SECURE

VERSATILE SOLUTION FOR ENTRAPMENT PROTECTION.

LONG-RANGE SENSING DISTANCE OF UP TO 50 FT. (LMRR UL)  
OR 90 FT. (LMTBUL) .

BUILT-IN HEATER FOR DEPENDABLE PERFORMANCE IN  MOST 
ENVIRONMENTS.

INCREASED BEAM ANGLE FOR S IMPLE, REL IABLE AL IGNMENT.

VERSATILE GIMBLE BRACKET FOR F INE AL IGNMENT AND ADJUSTABIL ITY. 

WARRANTY  2  YEARS.

RELIABLE

ALIGNMENT STRENGTH INDICATOR SIGNALS OPTIMAL BEAM AL IGNMENT.

MULTI-VIEW LED LIGHTS INDICATE SENSOR STATUS,  
S IMPLIFY ING INSTALLATION.

WIRELESS NETWORK CAPABILITY EL IMINATES THE NEED TO WIRE BETWEEN 
OPERATORS IN  DUAL-GATE APPL ICAT IONS (LMTBUL) .

SMART

L M R R U L / L M T B U L

*Wi re less  k i t  fo r  up  to  4  res is t i ve  edge t ransmi t te rs  
and 2  res is t i ve  edges  per  t ransmi t te r. 

S
5

0
5

A
L

ED
G

ES

MONITORED SAFETY 
ENTRAPMENT EDGES

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

MONITORED SMALL PROFILE 
RESISTIVE EDGE  

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

LM
W

ETX
U

MONITORED WIRELESS EDGE 
TRANSMITTER 

Fea tures  2  un ique conf igurab le  open/ 
close  edge inputs  to  expand pro tec t ion  o f 

your  sys tem up to  8  ent rapment  zones .  

K
P

W
5

WIRELESS KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 

LM
W

EK
ITU

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *
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L M R R U L / L M T B U L  
MONITORED PHOTO EYES M A S T E R F U L  E N G I N E E R I N G .

 - S ta in less-Stee l  Sensor  Hood

 - Durab le  Po lycarbona te  Ref lec tor  Hood

 - Powder-Coa ted Ga lvan ized Mount ing  Brackets

 - LMRRUL: 3 .3  lbs . 

 - LMTBUL: 4 .3  lbs . 

QUALITY-GRADE DESIGN

S T A N D A R D  F E A T U R E S .

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com 
UL® and the UL logo are trademarks of UL LLC  
© 2018 All Rights Reserved.

© 2018 Bluetooth SIG, Inc. All rights reserved. 
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S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t  
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion  fo r  
You, V is i t  
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276

INPUT VOLTAGE AND CURRENT DRAW 
Sensor: 

 - B lack/Red Wi res : 6 .8V DC, 20mA

Heater: 
 - Green/Whi te  Wi res : 10–40V DC or  
8–28V AC, 2  Wat ts  Max. , 170mA a t  
120V DC/AC, 85mA a t  24V DC/AC 

MONITORING TECHNOLOGY 
 - Pu lsed System 

INTERFACE 
 - 4-Wire  Connect ion  (2  fo r  Eye ;  2  
fo r  Hea ter )

SENSOR COMPATIBILITY 
 - LMRRUL Emi t te r  I s  Not 
In terchangeab le  wi th  LMTBUL Emi t te r 

INCLUDES 
 - Brackets , Hardware  and 10 f t . Wi re 
and Hoods 

*LMRRUL and LMTBUL sensor  d imens ions  are  s imi la r, but  the  2     
 p roducts  are  not  compat ib le  wi th  each o ther.

- 4 0 ° F  ( - 4 0 ° C )  t o  1 4 9 ° F  ( 6 5 ° C )

TEMPERATURE SPECIFICATIONS

DIAGNOSTICS

Sol id  B lue—Opt imal  A l ignment

B l ink ing  B lue—LED B l inks  Faster  to  Ind ica te 
Near  A l ignment

So l id  Red—Misa l igned or  Obst ructed 

So l id  B lue—Power  On 

 
 
So l id  B lue—Opt imal  A l ignment

B l ink ing  B lue—LED B l inks  Faster  to  Ind ica te 
Near  A l ignment

So l id  Red—Misa l igned or  Obst ructed 

LMRRUL :

LMTBUL :
Emitter :

Receiver :

Cover :

Weight :

Ref lector  with  Hood 

Photo Eye with  Hood*
[Photo Eye without  Hood :  4.56" H x  2 .35" W x  1 .97" D ]

381327 LMGTCAMEST_F.indd   2 5/2/18   10:39 PM



S m a l l  p r o f i l e  a n d  l a r g e  p r o f i l e  m o n i t o r e d  r e s i s t i v e  e d g e s . 

M O N I T O R E D  R E S I S T I V E  S T A N D A R D  E D G E S

P R O D U C T  G U I D E  L 5 0 / L 5 0 4 A L / L 5 0 5 A L /
L 5 0 6 A L  S 5 0 / S 5 0 4 A L / S 5 0 5 A L / S 5 0 6 A L
M O N I T O R E D  R E S I S T I V E  S T A N D A R D  E D G E S

P R O D U C T  H I G H
L I G

H
T 

PRESSURE-SENSITIVE EDGE SENDS S IGNAL TO STOP AND/OR REVERSE  
GATE OPERATION WHEN SENSING OBSTRUCTIONS.

UL RECOGNIZED :  TESTED AND EVALUATED BY UL AND MEET UL 325 
REQUIREMENTS.

SAFE AND SECURE

VERSATILE SOLUTION FOR V IRTUALLY ANY ENVIRONMENT.

WARRANTY  2  YEARS.

RELIABLE

HIGHLY COMPATIBLE WITH WIRELESS OR HARDWIRED GATE APPL ICAT IONS.

LARGE PROFILE EDGES OFFER AN ADDIT IONAL CONTACT SURFACE.

SMALL PROFILE EDGES ARE IDEAL FOR LOW-CLEARANCE APPL ICATIONS.

FIXED OR CUSTOMIZABLE LENGTHS ARE AVAILABLE FOR PRECIS ION 
INSTALLATION AND PROTECTION.

INTEGRATED DIAGNOSTICS WITH L IFTMASTER ® UL ® 325 GATE OPERATORS 
TO SPEED INSTALL AND TROUBLESHOOTING.

SMART

CUSTOMIZABLE  
OR FIXED LENGTHS  
fo r  Use  in  Any  

App l ica t ion

L 5 0 / L 5 0 4 A L / L 5 0 5 A L / L 5 0 6 A L
S 5 0 / S 5 0 4 A L / S 5 0 5 A L / S 5 0 6 A L

*Wi re less  k i t  fo r  up  to  4  res is t i ve  edge t ransmi t te rs  
and 2  res is t i ve  edges  per  t ransmi t te r. 

S
5

0
5

A
L

ED
G

ES

MONITORED SAFETY 
ENTRAPMENT EDGES

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

TOTAL SOLUTION ACCESSORIES: 

MONITORED SMALL PROFILE 
RESISTIVE EDGE  

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

LM
W

ETX
U

MONITORED WIRELESS EDGE 
TRANSMITTER 

Fea tures  2  un ique conf igurab le  open/ 
close  edge inputs  to  expand pro tec t ion  o f 

your  sys tem up to  8  ent rapment  zones .  

K
P

W
5

WIRELESS KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 

LM
W

EK
ITU

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

LM
TB

U
L

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh  
per formance in  most  env i ronments ;  

max. range: 90 f t . 

SAFETY ADD-ONS:

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  
now wi th  hea ter  and wider  po lar i zed  

beam, eng ineered to  s tay  a l igned;  
max. range: 50 f t . 

LM
R

R
U

L
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L 5 0 / L 5 0 4 A L / L 5 0 5 A L / L 5 0 6 A L
S 5 0 / S 5 0 4 A L / S 5 0 5 A L / S 5 0 6 A L

MONITORED RESISTIVE STANDARD EDGESM A S T E R F U L  E N G I N E E R I N G .

C U S T O M I Z E  Y O U R  O W N  L I F T M A S T E R  M O N I T O R E D
R E S I S T I V E  S T A N D A R D  E D G E

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com 
UL® and the UL logo are trademarks of UL LLC  
© 2018 All Rights Reserved.

© 2018 Bluetooth SIG, Inc. All rights reserved. 
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1. CHOOSE THE PROFILE THAT FITS   
    YOUR APPLICATION NEEDS.

3. SELECT THE MOUNTING CHANNEL. 
    (F i ts  Large  and Smal l  P ro f i le  Edges )

2. PICK THE END CAPS. 

Only  L i f tMaster  Moni to red  Photo  Eyes  or  Edge Sensors  may be 
used wi th  L i f tMaster  opera tors  to  meet  UL ®  325 Standards .

 - Outdoor  Rat ing :  IP65

 - Mater ia l :  TPE Rubber

 - Compat ib i l i ty :  Al l  L i f tMaster ® Ga te  Opera tors  wi th  Burgundy 

Boards , Wi re less  Edge K i t  (LMWEKITU)  and Moni tored  Wi re less 

Edge Transmi t te r  (LMWETXU)  On ly 

 - Electr ical  Capaci ty :  24V 100mA

 - Electr ical  Diagram :  2-Wire  N.0 . Conf igura t ion  

POWER

QUALITY-GRADE DESIGN

Large Pro f i le  Edge 82 f t . Ro l l  (L50)
Smal l  P ro f i le  Edge 82 f t . Ro l l  (S50)

A luminum Channe l  10 f t . (L50CHAL)
• 0 .55"  H x  1"  W
• Pack o f  8  
P las t ic  Channe l  8  f t . (L50CHP)
• 0 .55"  H x  1"  W
• Pack o f  10End Caps fo r  L50 and S50 (L50E, S50E) 

•  Un iversa l  2-Wire  Conf igura t ion 
•  Pack o f  10 Pa i rs Assemble  edge wi th in  minutes  wi th  easy  

p lug- in  sys tem;  no  g lue  is  requ i red .

- 4 0 ° F  ( - 4 0 ° C )  t o  1 4 9 ° F  ( 6 5 ° C )

TEMPERATURE SPECIFICATIONS

SHIPPING WEIGHT
 L50 and S50: L504AL: 2 .8  lbs . S504AL: 2 .5  lbs .

     50  lbs . L505AL: 3 .4  lbs . S505AL: 3 .1  lbs .

L506AL: 4 .1  lbs . S506AL: 3 .7  lbs .

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t  
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t  
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

 - L504AL: 4  f t . 

 - L505AL: 5  f t . 

 - L506AL: 6  f t . 

 - S504AL: 4  f t .

 - S505AL: 5  f t .

 - S506AL: 6  f t . 

EDGE LENGTH: 

Large Prof i le  Edge

Smal l  Prof i le  Edge

381327 LMGTCAMEFX_F.indd   2 5/2/18   9:03 PM



P R O D U C T  H I G H
L

I G
H

T 

WIRELESS 
CONNECTION  
to  Eas i l y  Expand  

Ent rapment  Zone  

Pro tec t ion

M o n i t o r e d  W i r e l e s s  E d g e  K i t  a n d  M o n i t o r e d  W i r e l e s s  E d g e  T r a n s m i t t e r . 

M O N I T O R E D  W I R E L E S S  E D G E  S Y S T E M

S
5

0
5

A
L

LM
TB

U
L

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh  
per formance in  most  env i ronments ;  

max. range: 90 f t . 

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

P R O D U C T  G U I D E  L M W E K I T U / L M W E T X U
M O N I T O R E D  W I R E L E S S  E D G E  S Y S T E M

MONITORED SMALL PROFILE 
RESISTIVE EDGE  

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

PRESSURE-SENSITIVE EDGE SENDS S IGNAL TO STOP AND/OR REVERSE GATE 
OPERATION WHEN SENSING OBSTRUCTIONS.

FLEXIBLE EXPANSION ENSURES PROTECTION OF UP TO 8  ENTRAPMENT 
ZONES (LMWETXU) .

UL RECOGNIZED : TESTED AND EVALUATED BY UL AND MEETS UL 325 
REQUIREMENTS.

SAFE AND SECURE

VERSATILE SOLUTION FOR V IRTUALLY ANY ENVIRONMENT.

BLUETOOTH® TECHNOLOGY PROVIDES INDUSTRY-LEADING POWER 
EFF IC IENCY FOR 2-YEAR BATTERY L IFE .

LOW-BATTERY INDICATOR SIGNALS WHEN REPLACEMENT IS  NEEDED.

NEMA 4X RATED TO WITHSTAND TOUGH OUTDOOR ENVIRONMENTS.

WARRANTY  2  YEARS.

RELIABLE

MULTICHANNEL BLUETOOTH TRANSMISSION EL IMINATES INTERFERENCE 
AND PROVIDES UP TO 130 FT. RANGE.

HIGH-CAPACITY EDGE RECEIVER ACCEPTS UP TO 4  TRANSMITTERS, AND 
EACH TRANSMITTER ACCEPTS UP TO 2  WIRED EDGES.

WIRELESS TRANSMITTER FEATURES 2  UNIQUE CONFIGURABLE OPEN/CLOSE 
EDGE INPUTS.

FAST AND EASY TO PAIR TRANSMITTER AND RECEIVER V IA  SMART BUTTON. 

NON-POLARIZED EDGE INPUTS FOR EASE OF INSTALLATION.

INTEGRATED DIAGNOSTICS WITH L IFTMASTER ® UL ® 325 GATE OPERATORS 
TO SPEED INSTALL AND TROUBLESHOOTING.

SMART

L M W E K I T U / L M W E T X U

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  
now wi th  hea ter  and wider  po lar i zed  

beam, eng ineered to  s tay  a l igned;  
max. range: 50 f t . 

LM
R

R
U

L
ED

G
ES

MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  sense obst ruct ions .

K
P

W
5

WIRELESS KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 
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L M W E K I T U / L M W E T X U
MONITORED WIRELESS EDGE SYSTEMM A S T E R F U L  E N G I N E E R I N G .

 - Long-Range Sensing Distance :  130 f t . (39 .6  m)

 - Outdoor  Rat ing : NEMA 4X

 - Diagnost ics : In tegra ted  wi th  Our  UL ® 325 Ga te  Opera tors

 - Compat ib i l i ty : A l l  L i f tMaster ® Ga te  Opera tors  wi th  Burgundy 

Boards  and L i f tMaster  Moni to red  Res is t i ve  Edges  On ly

 - LMWEKITU: 3 .3  lbs . 

 - LMWETXU: 0 .9  lbs . 

QUALITY-GRADE DESIGN

S T A N D A R D  F E A T U R E S .

© 2018 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com 
UL® and the UL logo are trademarks of UL LLC  
© 2018 All Rights Reserved.

© 2018 Bluetooth SIG, Inc. All rights reserved. 
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VOLTAGE
 - 6 .8V DC (LMWEKITU)

INTERFACE
 - 2-Wire  Connect ion  

SOLAR COMPATIBILITY 
 - 12mA Power  Draw 

LOW-POWER INDICATOR 
 - Ga te  Opera tor  Beeps Twice  When 
Transmi t te r  Ba t ter y  I s  Low 

INCLUDES
 - LMWEKITU: (1 )  Transmi t te r, (1 ) 
Rece iver, (2 )  AA L i th ium Ba t ter ies ,  
(1 )  In ter face  Board , Mount ing  
Bracket  Hardware 

 - LMWETXU: (1 )  Transmi t te r, (2 )  AA 
L i th ium Ba t ter ies , Mount ing   
Bracket  Hardware

BATTERY
 - Two-Year-L i fe  (AA)  L i th ium Ba t ter y 

WIRING : 
LMWEKITU 
Rece iver  Connects  D i rec t ly  to  Main  or 
Expans ion  Board  (Harness  Included) ;  Does  Not 
Requ i re  Separa te  Power

CURRENT DRAW : 
LMWEKITU 
Rece iver : 5 .8mA for  a  24V System;  12.0mA for 
a  12V System

LMWETXU 
N/A

LMWETXU 
Connects  Res is t i ve  Edges  to  Open/C lose  Edge 
Inputs  on  Transmi t te r ;  Po lar i ty  Not  Impor tant 
When Wi r ing  Edges

- 4 0 ° F  ( - 4 0 ° C )  t o  1 4 9 ° F  ( 6 5 ° C )

TEMPERATURE SPECIFICATIONS

DIAGNOSTICS

Weight :

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t  
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t  
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

 
 
Red—Flashes  i f  Edge Is  Contacted  or  Obst ructed

Blue—Powered

Red—Flashes  i f  Edge Is  Contacted  or  Obst ructed ; 
So l id  Dur ing  Learn  Process

 
 
Red—Flashes  i f  Contacted  or  Obst ructed

LMWEKITU 
Transmitter :

LMWETXU 
Transmitter :

Receiver :
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P R O D U C T  H I G H
L

I G
H

T 

EASY TO 
SECURE  
to  a  Round or  

Square  Post  wi thout 

Add ing a  Channe l

R o u n d  a n d  s q u a r e  p r o f i l e . 

M O N I T O R E D  R E S I S T I V E 
W R A P A R O U N D  E D G E S

LM
W

EK
ITU

LM
W

ETX
U

P R O D U C T  G U I D E  W R 4 / W R 5 / W R 6 / 
W S 4 / W S 5 / W S 6
M O N I T O R E D  R E S I S T I V E  W R A P A R O U N D  E D G E S

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion 

between a  L i f tMaster  Moni tored 
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . *

MONITORED WIRELESS  
EDGE TRANSMITTER  

Fea tures  2  un ique conf igurab le  open/ 
close  edge inputs  to  expand pro tec t ion  o f 

your  sys tem up to  8  ent rapment  zones .  

PRESSURE-SENSITIVE EDGE SENDS S IGNAL TO STOP AND/OR REVERSE  
GATE OPERATION WHEN SENSING OBSTRUCTIONS. 
 
UL RECOGNIZED :  TESTED AND EVALUATED BY UL AND MEET UL 325 
REQUIREMENTS.

SAFE AND SECURE

VERSATILE SOLUTION FOR V IRTUALLY ANY ENVIRONMENT.  
 
WARRANTY  2  YEARS.

RELIABLE

HIGHLY COMPATIBLE WITH WIRELESS OR HARDWIRED SL IDE  
GATE APPL ICAT IONS. 
 
INTEGRATED DIAGNOSTICS WITH L IFTMASTER ® UL ® 325 GATE 
OPERATORS TO SPEED INSTALL AND TROUBLESHOOTING.

SMART

W R 4 / W R 5 / W R 6 / W S 4 / W S 5 / W S 6

*Wi re less  k i t  fo r  up  to  4  res is t i ve  edge  
t ransmi t te rs  and 2  res is t i ve  edges  per  t ransmi t te r.  

LM
TB

U
L

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th  wider 
po lar i zed  beam and hea ter  fo r  h igh  
per formance in  most  env i ronments ;  

max. range: 90 f t . 

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  
now wi th  hea ter  and wider  po lar i zed  

beam, eng ineered to  s tay  a l igned;  
max. range: 50 f t . 

LM
R

R
U

L
K

P
W

5

WIRELESS KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 
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W R 4 / W R 5 / W R 6 / W S 4 / W S 5 / W S 6

MONITORED RESISTIVE WRAPAROUND EDGES

© 2018 LiftMaster All Rights Reserved
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LMGTCAMESW 5/18

S U P P O R T . 

Only  L i f tMaster  Moni to red  Photo  Eyes  or  Edge Sensors  may be 
used wi th  L i f tMaster  opera tors  to  meet  UL ® 325 Standards . 

 
Wraparound Edges can be  used wi th  s l ide  ga te  app l ica t ions  on ly.   

 - Outdoor  Rat ing :  IP65

 - Mater ia l :  TPE Rubber

 - Compat ib i l i ty :  Al l  L i f tMaster ® Ga te  Opera tors  wi th  Burgundy 

Boards , Wi re less  Edge K i t  (LMWEKITU)  and Wi re less  Edge 

Transmi t te r  (LMWETXU)  On ly 

 - WR4 and WS4: 8 .8  lbs . 

 - WR5 and WS5: 11 lbs . 

 - WR6 and WS6: 13.2  lbs . 

 - WR4 and WS4: 4  f t .  

 - WR5 and WS5: 5  f t .

 - WR6 and WS6: 6  f t .  

 - Cab le  Length : 39 in . 

 - Electr ical  Capaci ty :  24V 100mA

 - Electr ical  Diagram :  2-Wire  N.0 . Conf igura t ion  

POWER

QUALITY-GRADE DESIGN

Square Prof i le  ( for  2  in . Square Posts) : 
3 .8"  x  2 .6"

Round Prof i le  ( for  1 .6–2.3  in . Round Posts) : 
3 .8"  x  2 .8"

- 4 0 ° F  ( - 4 0 ° C )  t o  1 4 9 ° F  ( 6 5 ° C )

TEMPERATURE SPECIFICATIONS

SHIPPING WEIGHT :

EDGE LENGTH : 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t  
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion  fo r  
You, V is i t  
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276

381327 LMGTCAMESW_F.indd   2 5/2/18   9:00 PM



   ✓  =  Compatible

Tri-Band =  Delivered on 310/390/315 MHz

Operator Manufacture Year:
Frequency Code:

1993-Present
DIP Capable

1993-1995
Billion Code 

390MHz

1996-2005
Security+®

2006-2014
Security+

315MHz

2012+
Security+2.0®

 2018 UL 325 Compliant Gate Operators

 LA400PKGUL, LA412PKGUL, LA500PKGUL, RSL12UL, RSW12UL,
 CSL24UL, CSW24UL, CSW200UL, SL3000UL, SL585UL, SL595UL,
 HCTDCUL

 ✓811LM Tri-Band ✓(Q3 2018)

 2016 UL 325 Compliant Gate Operators
 with On-Board Receiver

    

  LA400PKGU • LA412PKGU • LA500PKGU • RSL12U, RSW12U
  CSL24U • CSW24U • CSW200 • SL3000 • SL585 • SL595 • HCTDCU  ✓811LM Tri-Band ✓(Q4 2015)

  Discontinued Gate Operators

  2014 Gate Operators with On-Board Receiver                                                                         

  LA4001PKGDC, LA4121PKGDC, LA5001PKGDC  •  RSL12VDC, 
  RSW12VDC, CSL24VDC, CSW24VDC  ✓811LM Tri-Band   ✓2014

  Gate Operators with 850LM Radio Hard Wired in      

  SL3000UL8, CSW200UL8  •  SL585, SL595  •  HCT
  BG, MAT, MAST, MA, MAS  ✓811LM Tri-Band      ✓

  Miracle One™, LA100  •  SW420, SW470, SW490  •  MSW, MSL,
  MSLX, SL575, SL930, VSL595  •  HS670
  Operators with 312HM Receiver Built-In Models End in G3, UL3, or H3.
  Operators with 412HM Receiver Built-In Models End in G, UL, or H.

 ✓361LM - 315 MHz

  ✓61LM - 390 MHz  ✓412HM 
 ✓312HM 

  CAME by LiftMaster BX243* FROG * FERNI  ✓811LM Tri-Band      ✓

 Gate Operators with On-Board Receiver

 LA400, LA412 - RSL12V, RSW12V 
 

 ✓361LM      ✓

 LA500 - CSW200UL8, SL3000UL8 - CSL24V, CSW24V  ✓811LM Tri-Band      ✓

  Receivers      

  STAR1000 Commercial Access Control Receiver  ✓811LM Tri-Band                ✓

  860LM Weather-Tight Universal Receiver   ✓811LM Tri-Band      ✓

390MHz 310, 315, 390MHz

GATE OPERATOR RADIO TECHNOLOGY COMPATIBILITY CHART

See Radio Accessories on the reverse side.
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Technology Available/Manufacture Year:
Frequency Code:

1993-Present
DIP Capable

1993-1995
Billion Code 

390MHz

1996-2005
Security+®

2006-2014
Security+

315MHz

2012+
Security+2.0®

390MHz 310, 315, 390MHz

 892LT 2-Button Learning Remote Control     ✓Clones
 61LM, 361LM, 811LM

     ✓      ✓ ✓

 894LT 4-Button Learning Remote Control    ✓Clones
 61LM, 361LM, 811LM

     ✓      ✓  ✓

  811LM 1-Button DIP Style Remote Control  ✓2012 - Present

  813LM 3-Button DIP Style Remote Control  ✓2012 - Present

  
  891LM 3-Button Remote Control
                                                               

          

  893MAX 3-Button Remote Control      ✓      ✓      ✓      ✓
  
  371LM 1-Button Remote Control      ✓      

  373LM 3-Button Remote Control      ✓      

  375UT 2-Button Universal Remote Control   ✓1993-2012      ✓      ✓      ✓      ✓
  
  61LM 1-Button Remote Control (DIP Coded)   ✓390 MHz

         1993-2005
     ✓      

  361LM 1-Button Remote Control (DIP Coded)   ✓315 MHz
         2006-2015

               ✓      

  PPV3M 3-Button Passport MAX Visor Remote Control        ✓
  
  PPLV1-10/PPLV1-100 1-Button Passport Lite Visor Remote Control                       ✓

  KEYCHAIN REMOTE CONTROLS                      

  890MAX 3-Button Mini Remote Control      ✓      ✓      ✓      ✓

  374UT Mini Universal Remote Control      ✓        ✓      ✓        ✓

  PPK3M 3-Button Passport MAX Mini Keychain Remote Control     ✓      ✓     ✓

  PPLK1-10/PPLK1-100 1-Button Passport Lite Mini Keychain Proximity
  Remote Control     ✓

  PPK3PHM 3-Button Passport MAX Mini Keychain Proximity Remote Control      ✓      ✓     ✓

  PPLK1PH-10/PPLK1PH-100 1-Button Passport Lite Mini Keychain 
  Proximity Remote Control     ✓

   WIRELESS KEYLESS SYSTEM                     

   877MAX Wireless Keyless Entry      ✓      ✓      ✓     ✓

   877LM Wireless Keyless Entry     ✓

   KPW250 Wireless Commercial Keypad (250 Code)      ✓      ✓     ✓

   KPW5 Wireless Commercial Keypad (5 Code)     ✓
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SOLAR GATE CYCLES 
PER DAY 
REFERENCE GUIDE

LiftMaster Solar Gate Operators feature a best-in-class 

power management system that delivers power when 

needed most to operate the gate while minimizing power 

consumption at all other times. Power is provided to the 

gate operator via batteries. The batteries are charged 

from a solar panel(s) connected to the operator. The 

number of solar panels required is determined by whether 

the application is for a single or dual-gate, daily cycle 

rate, control board current consumption by feature and 

accessory, and region of the country. 

Solar panel(s) must be located in an open area clear of 

obstructions and shading for the entire day. Snow, heavy 

fog or heavy rain affect solar panel performance and 

charge rate. Solar panels should be cleaned regularly 

to ensure proper operation. LiftMaster Gate Operators 

utilizing the solar option in cold weather climates where 

temperatures reach below -32°F (0°C) for more than 

2 consecutive weeks require 33Ah batteries in lieu of 

standard 7Ah batteries. This is due to the effect of cold 

weather on batteries and a reduced number of hours of 

sunlight during the winter months. (see back page for 

details)

HCTDCUL

Solar Gate Cycles Per Day Reference Guide

LA500PKGUL

LA412PKGUL

LA400PKGUL

CSW24UL

CSL24UL

RSW24UL

RSL24UL

LMGTENCTSLGD 4/18
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Control Board Feature                                                                                    Current Draw (mA)

Main board with no radios learned                                     2.7
One or more LiftMaster® remote controls learned                                     +1

MyQ® device or wireless dual-gate learned                                     +2.4

Expansion board                                          +11.1

Per loop detector LOOPDETLM (up to 3 loop detectors 
can be plugged in to the expansion board)                                          +3.8

Monitored Wireless Edge Kit (Model LMWEKITU receiver accepts up to (4)
edge transmitters and each transmitter accepts up to (2) wired edges for a
total system of (8) Monitored LiftMaster Edges, (1) receiver per gate operator.)

LA500PKGUL / LA400PKGUL

*  Not currently offered in accessory line
** Numbers above for solar daily cycles are representative of wired dual-gate installation. If your installation is a   
   wireless dual-gate setup use single gate cycle estimate and add in power draw for wireless dual-gate feature.
*** When installing LMRRUL/LMTBUL heater option refer to install manual for cycles and standby time.

LA500PKGUL

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

5 52 56 30 33 11 12 22 24 13 14 5 5
15 43 47 23 25 5 6 19 20 10 11 2 3
20 39 43 19 21 3 3 17 19 8 9 1 1
40 24 27 6 8 #NUM! #NUM! 10 12 3 3 #NUM! #NUM!
60 10 13 #NUM! #NUM! #NUM! #NUM! 4 6 #NUM! #NUM! #NUM! #NUM!
5 113 132 67 79 27 32 48 57 29 34 12 14
15 103 122 59 70 20 24 44 52 25 30 8 10
20 98 117 54 65 16 21 42 50 23 28 7 9
50 71 88 30 40 #NUM! 2 30 38 13 17 #NUM! 1
100 29 45 #NUM! 5 #NUM! #NUM! 13 19 #NUM! 2 #NUM! #NUM!
5 212 299 128 181 53 75 91 129 55 78 23 32
15 201 288 118 170 44 66 86 124 51 73 19 29
20 196 282 113 165 40 62 84 121 49 71 17 27
100 114 194 41 86 #NUM! 3 49 83 18 37 #NUM! 1
200 27 93 #NUM! 7 #NUM! #NUM! 11 40 #NUM! 3 #NUM! #NUM!
5 263 300 159 286 66 120 113 203 68 123 28 52
15 252 300 149 275 57 111 108 197 64 118 25 48
20 246 300 143 269 53 106 106 195 62 115 23 45
100 160 300 67 181 #NUM! 35 69 153 29 78 #NUM! 15
250 24 187 #NUM! 39 #NUM! #NUM! 10 80 #NUM! 17 #NUM! #NUM!

SINGLE GATE SOLAR CYCLES PER DAY

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Zone 3
(2 Hrs Sunlight/Day)

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Zone 3
(2 Hrs Sunlight/Day)

DUAL-GATE SOLAR CYCLES PER DAY

Total 
System 
Current 

Draw (mA)

10W* Solar Panel
Note: Must use 24V

Solar Panel

20W Solar Panel
Note: 20W would be
(2) 10W 12V panels

in series

40W Solar Panel
Note: 40W would be
(2) 20W 12V panels

or (4) 10W 12V 
panels in series

60W Solar Panel
Note: 60W would be
(6) 10W 12V panels

 or (2) 20W 12V & (2)
10W 12V in series

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

5 81 87 47 51 18 19 35 37 20 22 8 8
15 68 74 36 39 8 10 29 32 15 17 4 4
20 61 68 30 34 4 5 26 29 13 14 2 2
40 37 43 10 13 #NUM! #NUM! 16 18 4 5 #NUM! #NUM!
60 16 21 #NUM! #NUM! #NUM! #NUM! 7 9 #NUM! #NUM! #NUM! #NUM!
5 100 100 100 100 42 50 76 89 45 53 18 21
15 100 100 92 100 31 38 69 82 39 47 13 16
20 100 100 85 100 25 33 66 79 36 44 11 14
50 100 100 47 63 #NUM! 3 48 59 20 27 #NUM! 1
100 46 70 #NUM! 8 #NUM! #NUM! 20 30 #NUM! 3 #NUM! #NUM!
5 100 100 100 100 83 100 100 100 86 100 35 51
15 100 100 100 100 70 100 100 100 79 100 30 45
20 100 100 100 100 63 97 100 100 76 100 27 42
100 100 100 65 100 #NUM! 5 77 100 28 58 #NUM! 2
200 42 100 #NUM! 11 #NUM! #NUM! 18 63 #NUM! 5 #NUM! #NUM!

Zone 3
(2 Hrs Sunlight/Day)

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

LA400PKGUL SINGLE GATE SOLAR CYCLES PER DAY DUAL-GATE SOLAR CYCLES PER DAY

Zone 3
(2 Hrs Sunlight/Day)

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Total 
System 
Current 

Draw (mA)

10W* Solar Panel
Note: Must use 24V

Solar Panel

20W Solar Panel
Note: 20W would be
(2) 10W 12V panels

in series

40W Solar Panel
Note: 40W would be
(2) 20W 12V panels

or (4) 10W 12V
panels in series

60W Solar Panel
  Note: 60W would be 
(6) 10W 12V panels

 or (2) 20W 12V & (2)
10W 12V in series

5
15
20
100
250

100
100
100
100
37

100
100
100
100
100

100
100
100
100

100
100
100
100
61

100
90
83

100
100
100
55

100
100
100
100
16

100
100
100
100
100

100
100
96
45

100
100
100
100
26

44
38
36

81
74
71
24

-

-

Current consumption by control board feature 24V (LA500PKGUL, LA400PKGUL) configurations. 
Add up current draw by feature and accessory to determine total current draw.

+5.8

Note:  If the additional features on the expansion board are not used, it may be unplugged to conserve additional power draw (11mA)
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LA412PKGUL 

The map and daily cycle rate 

shown are approximations based 

upon the average solar radiation 

and the temperature effects on 

batteries in the given regions. 

Local geography and weather 

conditions may require additional 

solar panels. Solar optimized 

or wireless accessories are 

recommended in order to minimize 

power draw, as added accessories 

draw power and affect the daily 

cycle rate. For full details please 

reference the manual.

7Ah 
batteries

33Ah 
battery

7Ah 
batteries

33Ah 
battery

7Ah 
batteries

33Ah 
battery

7Ah 
batteries

33Ah 
battery

7Ah 
batteries

33Ah 
battery

7Ah 
batteries

33Ah 
battery

6 100 100 82 86 32 34 59 62 35 37 14 15
25 100 100 63 67 17 19 50 53 27 29 7 8
30 100 100 58 63 14 15 48 51 25 27 6 7
50 91 98 40 44 1 2 39 42 17 19 1 1
100 43 49 3 5 #NUM! #NUM! 19 21 1 2 #NUM! #NUM!
6 100 100 100 100 73 82 100 100 76 85 31 35
25 100 100 100 100 55 64 100 100 67 76 24 27
30 100 100 100 100 51 59 100 100 65 73 22 25
100 100 100 77 95 #NUM! 3 78 92 33 41 #NUM! 1
200 75 100 #NUM! 7 #NUM! #NUM! 32 44 #NUM! 3 #NUM! #NUM!
6 100 100 100 100 100 100 100 100 100 100 47 57
25 100 100 100 100 90 100 100 100 100 100 39 48
30 100 100 100 100 85 100 100 100 100 100 37 46
100 100 100 100 100 22 39 100 100 66 86 9 17

200 100 100 51 91 #NUM! #NUM! 83 100 22 39 #NUM! #NUM!

Zone 3
(2 Hrs Sunlight/Day)

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

LA412PKGUL SINGLE GATE SOLAR CYCLES PER DAY DUAL-GATE SOLAR CYCLES PER DAY

Zone 3
(2 Hrs Sunlight/Day)

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Total 
System 
Current 

Draw (mA)

10W Solar Panel

20W Solar Panel
Note: (2) 10W 12V

panels in parallel or
(1) 20W 12v panel

30W Solar Panel
Note: 30W would be
(3) 10W 12V panels

in parallel or (1) 
10W & (1) 20W 12V 

panel in parallel

-

Control Board Feature                                                                                                    Current Draw (mA)

Main board with no radios learned  4.2
One or more LiftMaster® remote controls learned  +1.5

MyQ® device or wireless dual-gate learned  +3.9

Expansion board   +18.5

Per loop detector LOOPDETLM (up to 3 loop detectors 
can be plugged in to the expansion board)   +6.6

Monitored Wireless Edge Kit (Model LMWEKITU receiver accepts up to (4) edge
transmitters and each transmitter accepts up to (2) wired edges for a total system of
(8) Monitored LiftMaster Edges, (1) receiver per gate operator.)

Current consumption by control board feature 12V (LA412PKGUL) configurations.  
Add up current draw by feature and accessory to determine total current draw. 

+11

Note:  If the additional features on the expansion board are not used, it may be unplugged to conserve additional power draw (11mA)

* When installing LMRRUL/LMTBUL heater option refer to install manual for cycles and standby time.
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7Ah battery
Two 7Ah 
batteries

33Ah 
battery 7Ah battery

Two 7Ah 
batteries

33Ah 
battery 7Ah battery

Two 7Ah 
batteries

33Ah 
battery

6 33 36 38 19 22 23 8 9 9
25 27 31 33 15 17 18 4 5 5
30 26 29 31 13 15 17 3 4 4
50 21 24 26 9 11 12 #NUM! 0 1
100 9 11 13 #NUM! 1 1 #NUM! #NUM! #NUM!
6 50 50 50 37 47 50 15 19 22
25 50 50 50 32 41 47 11 15 17
30 50 50 50 30 40 45 9 13 16
100 33 48 50 12 20 25 #NUM! #NUM! 1
200 8 20 27 #NUM! #NUM! 2 #NUM! #NUM! #NUM!
6 50 50 50 46 50 50 19 29 35
25 50 50 50 40 50 50 14 24 30
30 50 50 50 39 50 50 13 23 28
100 47 50 50 20 41 50 #NUM! 6 10
200 19 50 50 #NUM! 14 24 #NUM! #NUM! #NUM!

RSL12UL GATE SOLAR CYCLES PER DAY

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Zone 3
(2 Hrs Sunlight/Day)

Total System 
Current Draw 

(mA)

10W Solar Panel

20W Solar Panel
Note: (2) 10W 12V panels

or (1) 20W panel
in parallel

30W Solar Panel
Note: 30W would be (3)

10W 12V panels in parallel
or (1) 10W & (1) 20W 12V

panel in parallel

7Ah battery
Two 7Ah 
batteries

33Ah 
battery 7Ah battery

Two 7Ah 
batteries

33Ah 
battery 7Ah battery

Two 7Ah 
batteries

33Ah 
battery

6 41 46 48 24 27 29 10 11 11
25 34 39 41 18 21 22 5 6 6
30 33 37 39 17 19 21 4 5 5
50 26 30 32 11 13 15 #NUM! 0 1
100 11 14 16 #NUM! 1 2 #NUM! #NUM! #NUM!
6 50 50 50 47 50 50 19 24 27
25 50 50 50 40 50 50 13 18 21
30 50 50 50 38 50 50 12 17 20
100 42 50 50 15 26 32 #NUM! #NUM! 1
200 10 25 34 #NUM! #NUM! 2 #NUM! #NUM! #NUM!
6 50 50 50 50 50 50 24 37 44
25 50 50 50 50 50 50 18 30 37
30 50 50 50 49 50 50 16 28 35
100 50 50 50 25 50 50 #NUM! 7 13
200 24 50 50 #NUM! 17 30 #NUM! #NUM! #NUM!

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Zone 3
(2 Hrs Sunlight/Day)

10W Solar Panel

Total System 
Current Draw 

(mA)

RSW12UL GATE SOLAR CYCLES PER DAY

20W Solar Panel
Note: (2) 10W 12V panels

or (1) 20W panel
in parallel

30W Solar Panel
Note: 30W would be (3)

10W 12V panels in parallel
or (1) 10W & (1) 20W 12V

panel in parallel

Control Board Feature                                                                                                    Current Draw (mA)

Main board with no radios learned  4.2
One or more LiftMaster® remote controls learned  +1.5

MyQ® device or wireless dual-gate learned  +3.9

Expansion board  +18.5

Per loop detector LOOPDETLM (up to 3 loop detectors 
can be plugged in to the expansion board)   +6.6

Current consumption by control board feature 12V (RSW12UL, RSL12UL) 
configurations. Add up current draw by feature and accessory to determine
total current draw. 

Monitored Wireless Edge Kit (Model LMWEKITU receiver accepts up to (4) edge
transmitters and each transmitter accepts up to (2) wired edges for a total system of
(8) Monitored LiftMaster Edges, (1) receiver per gate operator.)

+11

Note:  If the additional features on the expansion board are not used, it may be unplugged to conserve additional power draw (11mA)

RSW12UL / RSL12UL 

* When installing LMRRUL/LMTBUL heater option refer to install manual for cycles and standby time.
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CSW24UL / CSL24UL 

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

5 19 20 11 12 4 5
15 16 17 8 9 2 2
20 14 16 7 8 1 1
40 9 10 2 3 #NUM! #NUM!
60 4 5 #NUM! #NUM! #NUM! #NUM!
5 41 48 25 29 10 12
15 38 45 21 26 7 9
20 36 43 20 24 6 8
50 26 32 11 15 #NUM! 1
100 11 16 #NUM! 2 #NUM! #NUM!
5 78 110 47 66 19 28
15 74 106 43 63 16 24
20 72 104 41 61 15 23
100 42 71 15 32 #NUM! 1
200 10 34 #NUM! 2 #NUM! #NUM!
5 97 173 58 105 24 44
15 92 169 54 101 21 41
20 90 166 53 99 19 39
100 59 131 25 67 #NUM! 13
250 9 68 #NUM! 14 #NUM! #NUM!

CSW24UL GATE SOLAR CYCLES PER DAY
Zone 1 

(6 Hrs Sunlight/Day)
Zone 2 

(4 Hrs Sunlight/Day)
Zone 3

(2 Hrs Sunlight/Day)

Total 
System 
Current 

Draw (mA)

10W* Solar Panel
Note: Must use
24V Solar Panel

20W Solar Panel
Note: 20W would be (2) 10W 
12V panels or (1) 20W 12V 

panel in series

40W Solar Panel
Note: 40W would be (4) 10W 
12V or (2) 20W 12V panels 

in series 

60W Solar Panel
Note: (6) 10W 12V or (2) 

20W & (2) 10W 12V panels
in series

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

7Ah 
batteries

33Ah 
batteries

5 26 28 15 17 6 6
15 22 24 12 13 3 3
20 20 22 10 11 1 2
40 12 14 3 4 #NUM! #NUM!
60 5 7 #NUM! #NUM! #NUM! #NUM!
5 57 67 34 40 14 16
15 52 62 30 36 10 12
20 50 60 28 33 8 11
50 36 45 15 20 #NUM! 1
100 15 23 #NUM! 3 #NUM! #NUM!
5 108 152 65 92 27 38
15 103 147 60 87 23 34
20 100 144 58 84 21 32
100 58 99 21 44 #NUM! 1
200 14 47 #NUM! 3 #NUM! #NUM!
5 134 240 81 146 34 61
15 128 234 76 140 29 56
20 125 231 73 137 27 54
100 82 181 34 92 #NUM! 18
250 12 95 #NUM! 20 #NUM! #NUM!

Zone 1 
(6 Hrs Sunlight/Day)

Zone 2 
(4 Hrs Sunlight/Day)

Zone 3
(2 Hrs Sunlight/Day)

Total 
System 
Current 

Draw (mA)

CSL24UL GATE SOLAR CYCLES PER DAY

10W* Solar Panel
Note: Must use
24V Solar Panel

20W Solar Panel
Note: 20W would be (2) 10W 
12V panels or (1) 20W 12V 

panel in series

40W Solar Panel
Note: 40W would be (4) 10W 
12V or (2) 20W 12V panels 

in series 

60W Solar Panel
Note: (6) 10W 12V or (2) 

20W & (2) 10W 12V panels
in series

Control Board Feature                                                                                                 Current Draw (mA) 

Main board with no radios learned                               2.7

One or more LiftMaster® remote controls learned                               +1

MyQ® device or wireless dual-gate learned                               +2.4

Expansion board                               +11.1

Per loop detector LOOPDETLM (up to 3 loop detectors 
can be plugged in to the expansion board)                                +3.8

Monitored Wireless Edge Kit (Model LMWEKITU receiver accepts up to (4) edge
transmitters and each transmitter accepts up to (2) wired edges for a total system
of (8) Monitored LiftMaster Edges, (1) receiver per gate operator.) 

+5.8

Note:  If the additional features on the expansion board are not used, it may be unplugged to conserve additional power draw (11mA)

Current consumption by control board feature 24V (CSW24UL, CSL24UL)  
configurations. Add up current draw by feature and accessory to determine
total current draw.

* When installing LMRRUL/LMTBUL heater option refer to install manual for cycles and standby time.
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HCTDCUL 
Add up current draw by feature and accessory to determine total battery current draw. 

CONTROL BOARD FEATURE     CURRENT DRAW (mA)

Main board with no radios learned    2.7 

One or more LiftMaster® remote controls learned  +1

MyQ® device or wireless dual-gate learned   +2.4 

Expansion board       +11.1

  Per loop detector LOOPDETLM (up to 3 loop detectors can +3.8
be plugged in to the expansion board)

HCTDCUL SOLAR CYCLES PER DAY

BATTERY
CURRENT DRAW

(mA)

ZONE 1
(6 HRS SUNLIGHT/DAY)

ZONE 2
(4 HRS SUNLIGHT/DAY)

ZONE 3
(2 HRS SUNLIGHT/DAY)

7 AH BATTERIES 7 AH BATTERIES 7 AH BATTERIES

10W* Solar Panel
NOte: Must Use 24V

Solar Panel

5
15
20
40
60
5

15
20
50

100
5

15
20

100
200

5
15
20

100
200

13
11
20
40
60
29
26
25
18
60
56
54
52
32
60
74
72
70
48
13

17
15
14
18
60
34
31
30
12
60
45
42
41
22
60

14
12
11
22
60
19
17
15
22
60

20W Solar Panel
Note: 20W would be (2) 10W

12V panels in series or 
(1) 20W 12V Panel

40W Solar Panel
Note: (4) 10W 12V or (2) 20W

panels in series

60W Solar Panel
Note: (6) 10W 12V or 

(2) 20W 12V & (2) 10W 12V 
Panels in series
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LiftMaster Solar Gate Operators are engineered to have low idle current draw including radio 

receiver to maximize battery life and solar performance. It is important to note, the following 

environmental factors can adversely affect battery performance in solar applications.

· Cold temperature (below 32°F (0°C))

· Snow cover on solar panel

· Reduced hours of sunlight in winter months

In geographic areas that experience cold temperatures below 32°F (0°C) for more than two 

weeks in addition to any of the factors listed above, the following steps can be taken to 

ensure best performance:

· Replace the standard 7Ah batteries with 33Ah batteries. (For linear actuators, use the 

optional XL control box model XLSOLARCONTUL)

· In states adjacent to Canada and Canadian provinces, increase the angle of the solar 

panels by an additional 15 degrees (60 degrees total). This will optimize the solar panels 

for the winter months and reduce the buildup of snow and ice on the panels.

Important note: Daily cycle rate and standby time will be reduced by at least 50% when 

temperatures reach extreme cold temperatures below -4°F (or -20°C) for periods of more 

than two weeks.

For best performance during the winter months, snow and ice should be removed from 

the solar panel, moving parts on the gate and gate operator. In addition all snow should be 

removed from the path of the gate to prevent nuisance reversals.

If heavy amounts of snow are expected over several days, the manual disconnect may 

be engaged and the gate left open to allow access and snow removal. Once the snow is 

removed, simply reengage the manual disconnect to resume normal operation.

OPTIONAL POWER SUPPLY FOR COLD WEATHER APPLICATIONS

Gate Operator    Optional Power Supply
LA500PKGUL, LA412PKGUL, LA400PKGUL   XLSOLARCONTUL (2) 33Ah batteries not included)

CSW24UL, CSL24UL    (2) 33Ah batteries recommended in lieu of standard 7Ah batteries

RSW12UL, RSL12UL         (1) 33Ah batteries recommended in lieu of standard 7Ah batteries
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W I R I N G

WIRE THE SOLAR PANELS - 24V APPLICATIONS

20W APPLICATION 
(IN SERIES)

40W APPLICATION 
(IN SERIES)

60W APPLICATION 
(IN SERIES)

(To Battery(ies) (To Battery(ies) (To Battery(ies) (To Battery(ies) (To Battery(ies)

10W 10W 10W 10W

10W 10W

10W 10W

10W 10W

10W 10W

20W 20W 20W 20W

10W 10W

WIRE THE SOLAR PANELS - 12V APPLICATIONS

10W APPLICATION 
(IN PARALLEL)

20W APPLICATION 
(IN PARALLEL)

30W APPLICATION 
(IN PARALLEL)

10W 10W 10W

10W 10W 10W

10W20W 20W

(To Battery(ies) (To Battery(ies) (To Battery(ies) (To Battery(ies) (To Battery(ies)

Models: LA412CONTU, LA412VDC, RSL12VDC, RSL12U, RSW12VDC, RSW12U

Models: LA400CONTU, LA400VDC, LA500CONTU, LA500VDC, LA500, CSL24VDC, CSL24U, CSW24VDC, CSW24U (for models CSL24V and 
CSW24V refer to the wiring instructions provided with the Solar Harness Kit [Model K94-36596]).
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STARTING AUGUST 1 , 2018  -  Upda tes  to  the  UL 325 Safe ty  S tandard  wi l l  requ i re  a  min imum of  two (2 ) 
means o f  ent rapment  zone pro tec t ion  in  both  the  open and close  d i rec t ion  fo r  s l ide  ga te  opera tors  to 
funct ion .  See back for  more  deta i l s .

SAFETY LEADER  
LiftMaster® leads the industry in 
safety when it comes to UL 325 
compliant gate systems.

DIRECT COMMUNICATION 
Informing you of industry advances 
and partnering with you on ways 
to protect your business.

B E  O N  T H E  L E A D I N G  
E D G E   O F   S A F E T Y .

PROTECTION 
Providing solutions to keep your 
business, your people and your 
customers safe and secure.

381327 5284_UL325_F.indd   1 5/9/18   10:48 AM



 **Entrapment Zone: The location where an object can be    
    caught or held in a position that increases the risk of injury. 

K N O W  T H E  S T A N D A R D .
To be UL 325 compl iant , two moni tored  sa fe ty  ent rapment  pro tec t ion  dev ices  must  be  ins ta l led  a t  each 

ent rapment  zone ( the  inherent  revers ing  sys tem in  L i f tMaster  Ga te  Opera tors  counts  as  one dev ice ) .

Beginning August  1 , 2018,  fo r  a  L i f tMaster  S l ide  Ga te  Opera tor  to  funct ion , the  opera tor  wi l l  requ i re  a 

min imum of  two ex terna l  moni tored  sa fe ty  ent rapment  pro tec t ion  dev ices : one in  the  open d i rec t ion  and one in 

the  close  d i rec t ion . L i f tMaster  S l ide  Ga te  Opera tors  wi l l  be  sh ipped wi th  a  L i f tMaster  Moni to red  Safe ty  Edge in 

add i t ion  to  a  L i f tMaster  Ret ro  Ref lec t ive  Photo  Eye . L i f tMaster  Moni to red  Safe ty  Ent rapment  Pro tec t ion  Dev ices 

must  be  used wi th  L i f tMaster  Ga te  Opera tors  to  meet  UL 325.

Ever y  ins ta l la t ion  is  un ique. I t  i s  the  respons ib i l i t y  o f  the  ins ta l le r  to  ensure  a l l  en t rapment  zones  are  pro tec ted 

wi th  a  min imum of  two ent rapment  pro tec t ion  dev ices .

© 2018 LiftMaster. All Rights Reserved.
300 Windsor Drive, Oak Brook, IL 60523
LiftMaster.com
UL and the UL logo are trademarks of UL LLC ©2018 All Rights Reserved
5284_UL325_F 4/18

L E A R N  M O R E .
V is i t  Li f tMaster.com/UL325Gates  fo r  a  comple te  l ine  o f 
UL  325 compl iant  opera tors  and safe ty  dev ices .

C O M M I T T E D  T O  S A F E T Y .
L i f tMaster  i s  commit ted  to  he lp ing  the  indust r y  des ign , bu i ld  and main ta in  sa fe  ga te  sys tems tha t  a re  tes ted  to 
meet  UL 325 safe ty  s tandards . Look for  more  in format ion  as  we prepare  fo r  the  2018 UL 325 s tandard  upda te . 

AB

A

A

A
B

B

KNOW YOUR ENTRAPMENT ZONES *

L I F T M A S T E R  T O T A L  S A F E T Y  S O L U T I O N

LMWEKITU Monitored 
Wireless Edge Kit

LMRRUL Retro Reflective 
Photo Eye

LMTBUL Through Beam 
Photo Eye

Wrap Around Edges
Square and round profiles 
available

Monitored Safety Edge
Large and small 
profiles available

A Monitored Photo Eye stops or reverses gate 
when beam is obstructed B Monitored Safety Edges stops or reverses 

gate upon contact

ENTRAPMENT ZONE ***This example is for illustrative purposes only.
 
V IS IT  DASMA.COM  FOR MORE INFORMATION. 

381327 5284_UL325_F.indd   2 5/9/18   10:48 AM



381327 LMSPCAGTUL_F.pdf   1   5/10/18   11:05 PM



Swing and Slide Gate Operator UL 325 and 
ASTM F2200 Site Planning Safety Checklist

Name: 

Address:

City/State/ZIP:

Phone: 

Email:

Please Print

ASTM F2200 Standards

 Gate Construction Evaluation: Gate Constructed with Safety in mind. ASTM F2200 Standards are followed

Component: Result (Circle)              Comments:                            Figures (On Back)

All Gates

Gates have smooth bottom edges, no protrusions exceed 1/2” beyond base of gate Pass / Fail 5

All access controls at least 6 ft. from gate Pass / Fail 1,4

Barbed tape (razor wire) at least 8 ft. above grade Pass / Fail

Barbed wire at least 6 ft. above grade Pass / Fail

Separate pedestrian gate – out of reach of a moving gate – vehicular gate is 
for automotive traffic only Pass / Fail 1,4

Gate does not move on its own if disconnected from operator Pass / Fail

Gates prevented from falling over if disconnected from supporting hardware Pass / Fail

SWING

Distance from pivot point to column edge is less than 4 in. Pass / Fail 4

Distance from open gate to wall or column greater than 16 in. or external
entrapment protection is provided Pass / Fail 4

SLIDE

Roller covers on wheels Pass / Fail 1

Meshing installed up to 6 ft. above grade if pickets spaced equal to or 
greater than 2 1/4 in. apart Pass / Fail 3

Gap between gate and fence post less than 2 1/4 in. & gap protected with safety device Pass / Fail 2

Positive stops at both fully open and fully closed positions Pass / Fail 1

Receiver guides recessed behind receiver post for receiver guides less than 8 ft. Pass / Fail

Other: Pass / Fail

© 2018 LiftMaster All Rights Reserved 
300 Windsor Drive, Oak Brook, IL 60523
LMSPCLSWSL 4/18

Please Print
First & Last Name of Dealer: 

Name of Dealership: 

Dealership Address (Street Address/City/State/Zip):

Dealer Signature:

Customer Signature:

First & Last Name of Installer: 

Phone:

Installer Signature:

Satisfactory Needs Repair/Replacement

Gate Safety Check — Simple steps to quickly determine if an End User’s gate operator is safe.

UL 325 Standard

Component: Result (Circle)           Comments:                         Figures (On Back)

1.  Gate Operator is approved to current UL 325 standards (check operator label) Pass / Fail

2. Proper gate warning signs attached to both sides of gate area Pass / Fail 1,4

3.  All entrapment zones protected by 2 safety devices/obstruction tested  1,4

 Close Side (circle two)               Photo Eye Reversing Edge Inherent Reverse Pass / Fail

 Open Side (circle two)              Photo Eye Reversing Edge Inherent Reverse Pass / Fail

 Other Entrapment Areas Pass / Fail

 UL 325 Installation Class (circle one)             I             II             III             VI  

*Entrapment Zone: The location where an object can be caught or held in a position that increases the risk of injury

381327 LMSPCLSWSL_F.indd   1 5/2/18   7:33 PM



GETTING STARTED WITH SWING AND SLIDE GATE OPERATOR. 

• Only install the operator on gates used for vehicular traffic.

•  A separate pedestrian entry/exit must be clearly visible to promote 
pedestrian usage and located so pedestrians do not come in contact 
with the vehicular gate while it is moving.

•  Install two independent† entrapment protection devices protecting 
each entrapment zone.

•  Pickets of a slide gate must be designed or screened to prevent 
persons from reaching through, or passing through a gate.

•  Every Installation is unique. It is the responsibility of the installer to 
ensure all entrapment zones are protected with a minimum of two 
independent† entrapment protection devices.

• Beginning August 1, 2018, for a slide gate operator to function,   
   the operator will require a minimum of two independent† monitored 
   safety entrapment protection devices in each direction: two in the      
   open direction, two in the close direction.

Always design, install and maintain safe gate access systems in accordance with UL 325 & ASTM F2200 standards.

SLIDE GATE SITE LAYOUT GUIDELINES

SECURE SIDE

PUBLIC SIDE

Be sure to place the
WARNING signs on both

sides of the gate in clear view. 
For your records, take a photograph of the 
completed installation site.

WARNING

Gap between vertical bars
must be less than 2¼" (57 mm) 

Left Hand Gate

opening

Physical stop - at both ends of gate rail.

Photo eye (Emitter or Re�ector in the Open direction)

Edge sensor
on Trailing Edge
of gate

Pedestrian gate located
near the slide gate.

Mount access control 
devices at least 6 ft 
(1.8 m) beyond the gate. Make sure a separate walk-

through entrance is available 
and its pedestrian path is 
clearly designated.

Edge sensor on 
Leading Edge of gate

V track
(gate rail)

Physical 
stop

Earth ground

Interior posts, 
Non-pinch 
rollers (2x) 

Guide
posts

ENTRAPMENT 
NOTE: Any gap larger than 2¼" (57 mm) 
between gate and �xed objects must be 
protected. Install edge sensors where gap 
between post and gate creates a draw-in zone.

6 ft (1.8 m) minimum

Photo eye (Receiver)

Photo eye (Receiver) 

Photo eye 
Emitter or Re�ector 
(Close direction)

ZONE

Edge sensor (Draw-in zone)

SECURE SIDE

PUBLIC SIDE

Pedestrian gate located
near the swing gate.
Make sure a separate walk-through entrance is 
available and its pedestrian path is clearly designated.

Mount access control 
devices at least 6 ft 
(1.8 m) beyond the gate.

Photo
eyes

ZONE

Photo eye 
(public side)

Edge
sensor

Earth ground

Re�ector 
for Photo
Eye

ENTRAPMENT 

Be sure to place the
WARNING signs on both

sides of the access point in clear view of vehicles. 
For your records, take a  photograph of the 
completed installation site.

WARNING

ENTRAPMENT 
Curb

Curb A

View A
Cross Section 

ENTRAPMENT
ZONE

Photo eye 
(public side)

SWING GATE SITE LAYOUT GUIDELINES

Edge
sensor

ENTRAPRAPMEN

C

Gate Frame and Adjacent Fence Area 6 
ft.

 m
in

im
um

X X XX X XX X X X X XX X X X X X

Gate Frame and Adjacent Fence Area

If gaps (xxx) 
between vertical 
bars of the gate or 
fence are less 
than 2 1/4", no 
further screening 
is required.

For gaps (xxx) 
equal to or larger 
than 2 1/4", a wire 
mesh screen must 
be applied to the 
gate. Wire mesh 
screen openings 
must be smaller 
than 2 1/4". The 
minimum height of 
wire mesh screen: 
6 ft. above grade.

SLIDE GATE OPENINGS GUIDELINES

Openings of a horizontal slide gate must be smaller than 2 1/4" 
or else be guarded or screened. These design rules apply to 
both the moving gate as well as the portion of adjacent fence 
that the gate covers in the open position. See Illustrations 
below.

SLIDE GATE SPACING GUIDELINES

Slide Gate Gaps
A gap, measured in the horizontal plane 
parallel to the roadway, between a �xed 
stationary object nearest the roadway (such 
as a gate support post) and the gate frame 
when the gate is in either the fully open 
position or the fully closed position, shall not 
exceed 2 ¼ in.. Exception: All other �xed 
stationary objects greater than 16 in. from 
the gate frame shall not be required to 
comply with this section. Any gap must be 
protected. Install safety device to protect 
draw-in zone. 

**Swing Gate Entrapment Zones: Locations between a moving gate or moving, exposed operator components and a counter 
opposing edge or surface where entrapment is possible up to 1.8m (6 ft) above grade. Such locations occur if during any point in travel:
a) The gap between the bottom of a moving gate and the ground is greater than 101.6mm (4 in) and less than 406mm (16 in); or
b) The distance between the center line of the pivot and the end of the wall, pillar, or column to which it is mounted when in the open 
or closed position exceeds 101.6mm (4 in). Any other gap between a moving gate and fixed counter opposing edges or surfaces or 
other fixed objects is less than 406mm (16 in) (examples are walls, curbs, berms, or other immovable objects).

Definitions
Entrapment: The condition when a person is caught or held in a 
position that increases the risk of injury.
Slide Gate Entrapment Zones: An entrapment zone exists if at 
any point during travel, the gap between the moving gate and fixed 
counter opposing edges or surfaces is less than 406 mm (16”) in a 
location up to 1.8 m (6ft.) above grade.

†Independent the same type of device shall not be utilized for both entrapment protection 

devices.   
FIGURE 1

The above examples are two of many installation possibilities and are for illustration purposes only.
See device and operator manuals for complete instruction.
Visit DAMSA.com for more information. 

FIGURE 2

FIGURE 3

FIGURE 4

FIGURE 5
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