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SECURITY+ 2.0® SAFEGUARDS FACIL ITY  ACCESS WITH ROLL ING CODE 
TECHNOLOGY, OPENING FOR REGISTERED DEVICES ONLY.

INHERENT REVERSING SENSOR DETECTS OBSTRUCTIONS AND REVERSES  
GATE WHEN CLOSING OR STOPS/REVERSES THE GATE WHEN OPENING. 
 
FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON  
LOSS OF AC POWER OR BATTERY DEPLET ION.  
 
MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE  
OPENED MANUALLY.  
 
UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

COMMERCIAL-DUTY CAST-ALUMINUM HOUSING WITH HEAVY-DUTY DC 
MOTOR PERFORMS IN THE MOST DEMANDING APPL ICATIONS. 
 
SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
HARDWARE L IFE  OF THE GATE AND OPERATOR. 
 
BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN. 
 
SURGE SUPPRESSION  PROVIDES INDUSTRIAL SURGE AND L IGHTNING 
PROTECTION AGAINST STRIKES UP TO 50 FEET AWAY. 
 
WARRANTY  2  YEARS.

RELIABLE

myQ TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.*

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS 
(REQUIRES SECOND CONTROL BOX) . 
 
BI-PART DELAY MONITORS AND ADJUSTS SPEED AND POSIT ION 
OF EACH WING TO ENSURE PRIMARY GATE CLOSES LAST.

PARTY PASS ALLOWS FOR THE GATES TO BE HELD OPEN FOR AN 
EXTENDED PERIOD OF T IME.

SOLAR-READY, ULTRA-RELIABLE SYSTEM DELIVERS POWER WHEN AND 
WHERE YOU NEED IT  MOST.

SMART

BATTERY BACKUP 
myQ® TECHNOLOGY  
Al lows You to  Secure ly  Moni tor 
and Cont ro l  Your  Ga te  Opera tor 
f rom Anywhere  wi th  the 
myQ App
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INCLUDED ACCESSORIES:
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MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

INTERNET GATEWAY  
Connects  myQ-enab led  ga te  

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  myQ App.
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WIRELESS COMMERCIAL KEYPAD 
Provides constant pressure override to 
control gate operator if safety devices 
fault yet are free of obstructions. Hold 

Open/Party Pass enabled with gate 
operator firmware 4.2 or higher. 

**Wire less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve  
edges  per  t ransmi t te r. 

SOLAR PANEL KIT   
Uses the  sun to  power  the  opera tor 

wi th  (2 )  10W or  (2 )  20W so lar  pane ls .
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MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye 
now wi th  hea ter  and wider  beam, 
eng ineered to  s tay  a l igned;  max.  

range: 50 f t . 

MONITORED WIRELESS EDGE KIT  
Low-energy  B luetooth ® connect ion  

between a  L i f tMaster  Moni tored  
Res is t i ve  Edge and the  ga te  opera tor ;  

max. range: 130 f t . * *

MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th 
wider  beam and hea ter  fo r  h igh 

per formance in  most  env i ronments ; 
max. range: 90 f t . 

*Ce l lu la r  da ta  or  Wi-Fi ® connect ion  requ i red . Test  equ ipment  regu lar ly  and fo l low safe ty  ins t ruc t ions .



 - 24VDC  Cont inuous-Duty  Motor

 - Operator  Duty  Rat ing :  100 Cycles  per  Day

 - Wormgear  Reduct ion : P rec is ion-Mach ined 

A l l -Meta l  Gear  Dr ive

MECHANICS

 - 115  S ing le-Phase (S tandard  Cont ro l  Box )

 - Solar-Ready, U l t ra-Rel iable  System  De l i vers  Power  When and Where  You Need I t 

(LMRRUL/LMTBUL Hea ter  Opt ion  Not  Recommended for  So lar  App l ica t ions )

 - Accessory  Power : 24VDC 500mA Output

POWER

COMMERCIAL-GRADE DESIGN

- 4 ° F  ( - 2 0 ° C )  t o  1 4 0 ° F  ( 6 0 ° C )

TEMPERATURE SPECIFICATIONS

RECOMMENDED CAPACITIES
850 Ibs.

850

750

650

550

0
10 f t . 12 f t . 14 f t . 16 f t .

750 Ibs.

650 Ibs.

550 Ibs. GATE TRAVEL SPEED 
Opens 90° in 15–17 Seconds
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24VDC RESIDENTIAL 

L INEAR ACTUATOR 
M A S T E R F U L  E N G I N E E R I N G .

S T A N D A R D  F E A T U R E S . S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 
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*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year  
  o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

W I T H  O P T I O N A L 
E X P A N S I O N  B O A R D  O N L Y

QUICK CLOSE

-C loses  the  Ga te  Immedia te ly  A f te r  a 
 Veh icle  Pu l ls  Of f  the  In ter rupt  Loop

ANTI-TAILGATE 

-Prevents  Unauthor ized  Access

 - Housing :  Commerc ia l -Duty  Cast  A luminum

 - UL ® Usage Classi f icat ion : I , I I , I I I  and IV 

 - Weights : 

Ac tua tor  Arm: 19 lbs . 

S tandard  Cont ro l  Box : 13 lbs . 

( Includes  [2 ]  7Ah Ba t ter ies )   

LA400CONTUL

SYNCHRONIZED CLOSE    
 - S imul taneous ly  C loses  Ga tes 

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Opt iona l  Expans ion  Board

SECURITY+ 2.0® ON-BOARD RADIO RECEIVER
 - Up to  50 Remote  Cont ro ls 
(Un l imi ted  wi th  811LMX/813LMX)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion  and Troub leshoot ing 

XLSOLARCONTUL
[NOT INCLUDED] 
21.00" x  17.22"  x  6 .19" 

LA400DC


