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MONITORED THROUGH- 
BEAM PHOTO EYES  

Enhanced through-beam now wi th 
wider  beam and hea ter  fo r  h igh  

per formance in  most  env i ronments ;  
max. range: 90 f t . 

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 

P R O D U C T  G U I D E  L M W E K I T U / L M W E T X U
M O N I T O R E D  W I R E L E S S  E D G E  S Y S T E M

MONITORED SMALL PROFILE 
RESISTIVE EDGE  

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .

PRESSURE-SENSITIVE EDGE SENDS S IGNAL TO STOP AND/OR REVERSE GATE 
OPERATION WHEN SENSING OBSTRUCTIONS.

FLEXIBLE EXPANSION ENSURES PROTECTION OF UP TO 8  ENTRAPMENT 
ZONES (LMWETXU) .

UL RECOGNIZED : TESTED AND EVALUATED BY UL AND MEETS UL 325 
REQUIREMENTS.

SAFE AND SECURE

VERSATILE SOLUTION FOR V IRTUALLY ANY ENVIRONMENT.

BLUETOOTH® TECHNOLOGY PROVIDES INDUSTRY-LEADING POWER 
EFF IC IENCY FOR 2-YEAR BATTERY L IFE .

LOW-BATTERY INDICATOR SIGNALS WHEN REPLACEMENT IS  NEEDED.

NEMA 4X RATED TO WITHSTAND TOUGH OUTDOOR ENVIRONMENTS.

WARRANTY  2  YEARS.

RELIABLE

MULTICHANNEL BLUETOOTH TRANSMISSION EL IMINATES INTERFERENCE 
AND PROVIDES UP TO 130 FT. RANGE.

HIGH-CAPACITY EDGE RECEIVER ACCEPTS UP TO 4  TRANSMITTERS, AND 
EACH TRANSMITTER ACCEPTS UP TO 2  WIRED EDGES.

WIRELESS TRANSMITTER FEATURES 2  UNIQUE CONFIGURABLE OPEN/CLOSE 
EDGE INPUTS.

FAST AND EASY TO PAIR TRANSMITTER AND RECEIVER V IA  SMART BUTTON. 

NON-POLARIZED EDGE INPUTS FOR EASE OF INSTALLATION.

INTEGRATED DIAGNOSTICS WITH L IFTMASTER ® UL ® 325 GATE OPERATORS 
TO SPEED INSTALL AND TROUBLESHOOTING.

SMART

L M W E K I T U / L M W E T X U

MONITORED RETRO- 
REFLECTIVE PHOTO EYE  

Enhanced re t ro- re f lec t ive  photo  eye  
now wi th  hea ter  and wider  beam, 

eng ineered to  s tay  a l igned;  
max. range: 50 f t . 
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MONITORED SAFETY  
ENTRAPMENT EDGES  

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  sense obst ruct ions .
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WIRELESS KEYPAD  
Prov ides  constant  pressure  over r ide  to  
cont ro l  ga te  opera tor  i f  sa fe ty  dev ices  
fau l t  ye t  a re  f ree  o f  obst ruc t ions . Ho ld  

Open/Par ty  Pass  enab led  wi th  ga te  
opera tor  f i rmware  4 .2  or  h igher. 



L M W E K I T U / L M W E T X U
MONITORED WIRELESS EDGE SYSTEMM A S T E R F U L  E N G I N E E R I N G .

 - Long-Range Sensing Distance :  130 f t . (39 .6  m)

 - Outdoor  Rat ing : NEMA 4X

 - Diagnost ics : In tegra ted  wi th  Our  UL ® 325 Ga te  Opera tors

 - Compat ib i l i ty : A l l  L i f tMaster ® Ga te  Opera tors  wi th  Burgundy 

Boards  and L i f tMaster  Moni to red  Res is t i ve  Edges  On ly

 - LMWEKITU: 3 .3  lbs . 

 - LMWETXU: 0 .9  lbs . 

QUALITY-GRADE DESIGN

S T A N D A R D  F E A T U R E S .

© 2018 The Chamberlain Group, Inc. All Rights Reserved. LiftMaster, the LiftMaster logo, myQ and the myQ logo are registered trademarks of The Chamberlain Group, Inc.
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com 
UL® and the UL logo are trademarks of UL LLC © 2018 All Rights Reserved.
© 2018 Bluetooth SIG, Inc. All rights reserved. 
LMGTCAMEKT 7/18

VOLTAGE
 - 6 .8V DC (LMWEKITU)

INTERFACE
 - 2-Wire  Connect ion  

SOLAR COMPATIBILITY 
 - 12mA Power  Draw 

LOW-POWER INDICATOR 
 - Ga te  Opera tor  Beeps Twice  When 
Transmi t te r  Ba t ter y  I s  Low 

INCLUDES
 - LMWEKITU: (1 )  Transmi t te r, (1 ) 
Rece iver, (2 )  AA L i th ium Ba t ter ies ,  
(1 )  In ter face  Board , Mount ing  
Bracket  Hardware 

 - LMWETXU: (1 )  Transmi t te r, (2 )  AA 
L i th ium Ba t ter ies , Mount ing   
Bracket  Hardware

BATTERY
 - Two-Year-L i fe  (AA)  L i th ium Ba t ter y 

WIRING : 
LMWEKITU 
Rece iver  Connects  D i rec t ly  to  Main  or 
Expans ion  Board  (Harness  Included) ;  Does  Not 
Requ i re  Separa te  Power

CURRENT DRAW : 
LMWEKITU 
Rece iver : 5 .8mA for  a  24V System;  12.0mA for 
a  12V System

LMWETXU 
N/A

LMWETXU 
Connects  Res is t i ve  Edges  to  Open/C lose  Edge 
Inputs  on  Transmi t te r ;  Po lar i ty  Not  Impor tant 
When Wi r ing  Edges

- 4 0 ° F  ( - 4 0 ° C )  t o  1 4 9 ° F  ( 6 5 ° C )

TEMPERATURE SPECIFICATIONS

DIAGNOSTICS

Weight :

S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t  
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion  fo r  
You, V is i t  
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

 
 
Red—Flashes  i f  Edge Is  Contacted  or  Obst ructed

Blue—Powered

Red—Flashes  i f  Edge Is  Contacted  or  Obst ructed ; 
So l id  Dur ing  Learn  Process

 
 
Red—Flashes  i f  Contacted  or  Obst ructed

LMWEKITU 
Transmitter :

LMWETXU 
Transmitter :

Receiver :


