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S i m p l e ,  r e l i a b l e  p e r f o r m a n c e  i n  a  c o m p a c t  d e s i g n .  
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MINI  UNIVERSAL  
REMOTE CONTROL   

Compact  and por tab le  to  prov ide 

qu ick , easy  garage access .
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1 -BUTTON REMOTE CONTROL   
Opera tes  a  s ing le  opener  or  

MyQ ® L ight  Accessor y.

INCLUDED ACCESSORIES:

POWERFUL ADD-ONS:

DOOR CONTROL BUTTON  
Opens and closes  the  garage door  

and cont ro ls  the  opener ’s  l igh ts .

8
8

3
LM

8
2

9
LM

GARAGE DOOR AND  
GATE MONITOR    

Moni to rs  and closes  up to  4  garage 

doors  f rom any  room in  the  house.
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MyQ GARAGE 
Enab les  smar tphone cont ro l  o f  garage  

door  openers  wi th  photo  eyes . 

P R O D U C T  G U I D E  8 0 1 0
D C  C H A I N / C A B L E  D R I V E  G A R A G E  D O O R  O P E N E R

CUSTOMIZED DC MOTOR WITH SOFT START/STOP ACTION. 
 
CHAIN/CABLE SQUARE STEEL RAIL (SSR) SYSTEM FOR EFF IC IENT 
OPERATION AND STANDARD PERFORMANCE. 
 
WARRANTY  1-YEAR MOTOR, PARTS AND ACCESSORIES. 
 RE
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AB

LE

TIMER-TO-  
CL   SE

SE
CU

RE INCREASES REMOTE CONTROL RANGE AND REDUCES INTERFERENCE 
FOR CONSISTENT OPERATION.

POSILOCK® ELECTRONICALLY PROTECTS AGAINST FORCED OPENINGS.

THE PROTECTOR SYSTEM® INV IS IBLE L IGHT BEAM AUTO-REVERSES 
THE DOOR IF  THERE IS  AN OBSTRUCTION.
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60 W

8 0 1 0
DC CHAIN/CABLE DRIVE 

GARAGE DOOR OPENER

Length   15"

Width     8"

Height     5.5"

M A S T E R F U L  E N G I N E E R I N G .

 - 12V DC 

 - 53 RPM

 - Automat ic  Thermal 

Pro tec t ion

 - Permanent  Lubr ica t ion 

MOTOR
 - 120V AC

 - 60 Hz  Vo l tage

 - 2 .7A Current  Ra t ing

 - UL L is ted

 - 4 '  Power  Cord  (3-Prong)

POWER

 - Steel  Chassis , Square Steel  Rai l  (SSR)  and Trol ley

 - Ful l  Chain/Cable  Dr ive  Mechanism  (63 :1  Gear  Reduct ion  

and Ad jus tab le  Door  Arm) 

 - Auto-Force  Ad jus tment  fo r  Chang ing Wea ther  and 

Env i ronmenta l  Cond i t ions  

 - Electronic  L imits  fo r  Easy  Setup

 - DC Logic  Board  w i th  Bu i l t - In  Surge Suppressor 

(For  Rep lacement  Log ic  Boards , Order  Par t  Number  047DCT)

MECHANICS

INSTALLED RAIL 
DIMENSIONS

Rai l  Opt ions 7' 8 '

Insta l led Length 128" 140"

Max. Opening 7'6" 8'6"

Headroom Clearance Requi red:  2"

7"  
Per  second

for  door  
to  move  
upward 7"  

Per  second
for  door 
to  move 

downward

SPEED

S T A N D A R D  S P E C S .

 - MyQ Garage (821LM)  is  requ i red 
to  enab le  moni tor ing  and cont ro l 
o f  the  garage door  opener  and 
l igh t ing  cont ro ls  v ia  smar tphone, 
tab le t  o r  computer.

HOMELINK® COMPATIBLE 
(VERSION 4.0 OR HIGHER*)
*May requ i re  an  ex terna l  adapter 
depend ing on  the  mode l  and year 
o f  your  veh icle . V is i t  HomeLink .com  
fo r  add i t iona l  in format ion . 
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MyQ®

SECURITY+ 2.0  
ENCRYPTED CONTROLS

Door  Contro l  But ton (883LM)
 - Program Remote  Cont ro ls 
 - Turn  Opener  L ights  On and Of f 

SE
CU

RI
TY

SECURITY+ 2.0®  
RADIO CONTROLS

Operat ing Temperature :  -40°F to  150°F  
F requency: 

 - Remote  Cont ro l : 310, 315 and  
390 MHz Tr i -Band 
 - Garage Door  Opener : Frequency  Ag i le 
on  310, 315 and 390 MHz
 - Secur i ty+ 2 .0  Ant i -Burg lar y  Cod ing

Operat ing Range: ~200'
1-But ton Remote Contro l  (891LM)
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 - 1  60-Wat t  L ightbu lb
 - Ad jus tab le  Time, 

So l id-Sta te  De lay
 - Enhanced CFL 

(Compact  F luorescent ) 
Compat ib le , Max. 23 
Wat ts 

ENERGY USAGE
 - Approx imate ly 

6 .8-Wat t  Power  in 
S tandby Mode*

*Occurs  a t  Down L imi t 
When Opener ’s  L ights 
Turn  Of f

LIGHTING

CARTONS (2)
CARTON 1:  20" x  11.38"  x  8"

 - Door  Cont ro l  But ton  (883LM)
 - 1-But ton  Remote  Cont ro l  (891LM)
 - Garage Door  Opener  Head (8010)
 - The Pro tec tor  Sys tem ® Safe ty  Revers ing  Sensors

CARTON 2:  124" x  4"  x  3 .5"  (7 ' , 1607LM)
     136.375" x  4"  x  3 .5"  (8 ' , 1608LM)

SHIPPING WEIGHT ( in  lbs . )

S H I P P I N G .

© 2017 LiftMaster All Rights Reserved
300 Windsor Drive, Oak Brook, IL 60523 
LiftMaster.com 
HomeLink® and the HomeLink House® logo are registered trademarks of Gentex Corporation 
LMGDENPG8010

RAIL (7' )

13

RAIL (8')

13.5

HEAD

14  - Hands-Free  Work  
L ights  On

 - Emergency/Qu ick 
Re lease 

 - Automat ic  Tro l ley 
Reconnect

 - Vent i la t ion/Pet 
Open ing 

 - Down Safe ty  Reverse 

 - Up Safe ty  S top

 - Safe ty  Beam Break Turns 
L ights  On 

C O N V E N I E N C E  A N D  S A F E T Y .

OPENER HEAD 
DIMENSIONS
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